
3300000 HOT MIX ASPHALT – GENERAL CONSTRUCTION REQUIREMENTS 
COMMENTS FROM INTERNAL/INDUSTRY REVIEW 

Art Berger 
FDOT, Legal 

Comments: (6-22-15) 
330-7.1: Suggest the following edit: 

 
330-7.5: Suggest the following edit: 

 
 

330-9.3.2.1: 

 



330-9.4: 

 
Response: 
 
****************************************************************************** 

Pat McCann 
954-254-8317 

pmccann@targetengineering.com 
Comments: (6-23-15) 
330.3.2.3 "For windrow paving, immediately cease dumping of asphalt material when rain 
begins at the roadway. Remove windrowed asphalt mixture exposed to rain." Suggest adding 
"and dispose" after "Remove". 
Response: 
 
****************************************************************************** 

FDOT, D5 
Construction 

Comments: (6-26-15) 
330-5.2.2 Last sentence….Equip the asphalt paver with functioning electronic cross-slope 
controls. Comments: What if the electronics does not work. Some pavers with electronics on 
them that don’t work and there is nothing I can do about it. 



Response: 
 
****************************************************************************** 

Dan Haberle (via JoEllyn Guthrie) 
FDOT 

Comments: (6-29-15) 
1. Requirements         ---- 330-5.2.2 Automatic Screed Control: For all asphalt courses placed 
with an asphalt paver, equip the paver with automatic longitudinal screed controls of either the 
skid type, traveling stringline type, or non-contact averaging ski type with a minimum length of 
25 feet. On the final layer of asphalt base, overbuild, and structural courses, and for friction 
courses, 
Response: 
 
2. Please define “Windrow”,  I am unaware of any reason to have longitudinal row (“Windrow”) 
of asphalt…and if we are allowing it can we please provide additional temperature monitoring 
direction. 
Response: 
 
3.330-7.1 General Requirements “No vibratory compaction in the vertical direction”… 
Suggesting: (oscillating compaction is required for 1 “ or less) 
Response: 
 
****************************************************************************** 

Howie Moseley 
FDOT 

386-961-7853 
howard.moseley@dot.state.fl.us 

Comments: (7-7-15) 
The examples of the pavement deficiencies at the website provided in Section 330-9.2 are of 
older pavement and not representative of the texture issues outlined in this section. I recommend 
providing more representative pictures. 
Response: 
 
****************************************************************************** 

 


