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SECRETARY 

 
 
December 28, 2015 
 
Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
3500 Financial Plaza, Suite 400 
Tallahassee, Florida 32312 
 
Re: State Specifications Office 
 Section 330 
 Proposed Specification: 3300502 Hot Mix Asphalt – General Construction 

Requirements. 
 
Dear Mr. Nguyen: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification.  
 
The changes are proposed by Amy Tootle of the State Construction Office to require all 
construction‐related documentation to be submitted by electronic means for consistency with the 
State Construction Office e-Construction initiative. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to daniel.scheer@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on file 
       
      Daniel Scheer, P.E. 
      State Specifications Engineer 
 
DS/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer



3300502 
All Jobs 

HOT MIX ASPHALT – GENERAL CONSTRUCTION REQUIREMENTS. 

(REV 11-6-15) 

SUBARTICLE 330-5.2.3 is deleted and the following substituted: 

  330-5.2.3 Screed Width: Provide an asphalt paver with a screed width greater 
than 8 feet when required to pave full width lanes. Do not use extendable screed strike-off 
devices that do not provide preliminary compaction of the mat in place of fixed screed 
extensions. Use a strike-off device only on irregular areas that would normally be done by hand 
and on shoulders 5 feet or less in width. When using the strike-off device on shoulders, instead 
of an adjustable screed extension, demonstrate the ability to obtain acceptable texture, density, 
and thickness. 
   When using an extendable screed device to extend the screed’s width on 
the full width lane or shoulder by 24 inches or greater, the Engineer will require an auger 
extension, paddle, or kicker device unless written documentation from the manufacturer is 
providedsubmitted stating these are not necessary. 
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