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Chapter 15 - SIGNALS STANDARDS
CADD Production Criteria Handbook

15.1 GENERAL

Signalization Plans are usually a component set of plans (see Chapter 13, Section 13.1).
However, if the Signalization Plans are the lead plan set, then the standards set in Chapter 13,
Roadway Standards, pertaining to elements that are specific to the lead plan set shall apply to the
Signalization plan set (i.e., Traffic Control files and elements, preliminary estimate sheets, etc.)
Projects requiring minor signalization construction work may include these features detailed on
sheets in the Roadway Plans. If this is the case, the Signalization element symbology standards
within this chapter shall still apply. However, an exception to the Standard Rules must be created
and documented in the Roadway discipline journal file. When prepared as component plans, they
shall be assembled as a separate plan set complete with a key sheet, tabulation of quantities and
all other relevant signalization sheets. The sheets shall be numbered consecutively, with sheet
numbers prefixed by the letter “T". The Signalization Plans show the construction details, signal
phasing and other relevant data.

15.2 STANDARD FILE NAMES

Florida Department of Transportation (FDOT) utilizes standard naming conventions for all of its
files. Some of the automation implemented in various tools provided by FDOT depends on
naming conventions being met. More importantly, the naming convention confers information to
the downstream customer of the data.

Standard file names should follow this format: AAAABB## ext

Where AAAA = abbreviated file description, BB = Discipline Denotation, ## =Sequence number.

Note Please see Chapter 5 of this document for more information.

The following table defines the Signals File Name Standards in regards to FDOT Projects with the
understanding that each file name will include sequential numbering. If the need arises to create
a file type defined by another discipline, use the first 4 characters of the standard file name and
append the Signals filename designation (SG) as the fifth and sixth characters, followed by the
file sequence numbers. An example is toposg01.dgn.

Model Standard s
File Type File Name File Description Seed File = %
Name Rule 5
Bord & Border Sheet Refi
oraers BDPLSG.dgn Default 'or er Sheet Reference planrd $(MX_SEEDIR)fdotseed2d.dgn
Sheets file for Plan Sheet
Borders &
Sheets GNNTSG.dgn Default | General Notes Sheet planrd $(MX_SEEDIR)fdotseed2d.dgn
Borders &
Sheets PLANSG.dgn Default | Plan Sheet dsgnsg $(MX_SEEDIR)fdotseed2d.dgn
Clipping CLIPSG.dgn Default | Clip Borders cliprd $(MX_SEEDIR)fdotseed2d.dgn
Clipping MTPLSG.dgn Default | Motif file for plan sheets planrd $(MX_SEEDIR)fdotseed2d.dgn
Clipping MTPRSG.dgn Default | Motif file for profile sheets plprrd $(MX_SEEDIR)fdotseed2d.dgn
Existing TOPOSG.dgn Default | Topography - Existin topord $(MX_SEEDIR)fdotseed2d.dgn
Topography -ag pograpny ¢} p _ -ag
Key Sheets | KEYSSG.dgn Default | Key Sheet keysht $(MX_SEEDIR)fdotseedkeymap.dgn
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. . Model . _— Standard . Eg
File Type File Name File Description Seed File =T
Name Rule I5)
Proposed Proposed Design and
F.) DSGNSG.dgn Default . P . |g dsgnsg $(MX_SEEDIR)fdotseed2d.dgn | X
Design Signal information
Proposed Text Label and
F,) TEXTSG.dgn Default . " planrd $(MX_SEEDIR)fdotseed2d.dgn
Design Miscellaneous Description
Special Guide Sign Work Sheet
pec'la GSWKSG.dgn' | Default uiae Ig,n or ee gswksp $(MX_SEEDIR)fdotseed2d.dgn
Details and Details
Special Special Details for Sign
Details SSDTSG.dgn Default and Miscellaneous Items dsgnsg $(MX_SEEDIR)fdotseed2d.dgn
Special Special Loop Details and
P ,I VHLPSG.dgn Default peci . P l dsgnsg $(MX_SEEDIR)fdotseed2d.dgn
Details Instructions
Summary
Boxes / CESSSG.dgn default | Summary of Pay Items planrd $(MX_SEEDIR)fdotseed2d.dgn
Tables
Summary .
Mast Arm Detail and
Boxes / MSSGSG.dgn Default Tables I dsgnsg $(MX_SEEDIR)fdotseed2d.dgn
Tables
Summary .
Pole Tabulat d
Boxes / PLDTSG.dgn Default oe' abuiation an dsgnsg $(MX_SEEDIR)fdotseed2d.dgn
Details for All Types
Tables
Summary
Boxes / TABQSG.dgn Default | Tabulation Quantity Sheet planrd $(MX_SEEDIR)fdotseed2d.dgn
Tables

! Symbology standards for guide signs, special signs and sign details as specified in Chapter 14
shall apply.
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