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Chapter 21 -  CONSTRUCTION STANDARDS 
CADD Production Criteria Handbook 

 

21.1 GENERAL 

The use and generation of CADD files by Construction will be in accordance with the general 
standards applied to all disciplines. 

21.2 STANDARD FILE NAMES 

Florida Department of Transportation (FDOT) utilizes standard naming conventions for all of its 
files. Some of the automation implemented in various tools provided by FDOT depends on 
naming conventions being met. More importantly, the naming convention confers information to 
the downstream customer of the data.  

Standard file names should follow this format:   AAAABB##.ext 

Where AAAA = abbreviated file description, BB = Discipline Denotation, ## =Sequence number. 
Note Please see Chapter 5 of this document for more information. 

The following table defines the Construction File Name Standards in regards to FDOT Projects 
with the understanding the each file name will include sequence numbering.  The standard file 
names defined by the design disciplines will be applied except the portion defining the discipline 
will be “CN” instead of “RD”. 
Example:  DSGNRD01.DGN will be DSGNCN01.DGN for Construction’s use.  

File Type File Name Model 
Name File Description Standard 

Rule Seed File 

C
rit

ic
al

 
Fi

le
 

Cross 
Sections PDXSCN.dgn rdxsrd Pond Cross Sections pdxsrd $(MX_SEEDIR)fdotseedxs.dgn X 

Cross 
Sections RDXSCN.dgn rdxsrd Roadway Cross Sections rdxsrd $(MX_SEEDIR)fdotseedxs.dgn X 

Drainage DREXCN.dgn default Drainage Structures – 
Existing drexrd $(MX_SEEDIR)fdotseed2d.dgn X 

Drainage DRPRCN.dgn default Drainage Structures – 
Proposed drprrd $(MX_SEEDIR)fdotseed2d.dgn X 

Drainage DRXSCN.dgn rdxsrd Drainage Structure Cross 
Sections drxsrd $(MX_SEEDIR)fdotseedxs.dgn X 

Existing 
Topography TOPOCN.dgn default Topography - Existing topord $(MX_SEEDIR)fdotseed2d.dgn  

Proposed 
Design DSGNCN.dgn default Proposed Design dsgnrd $(MX_SEEDIR)fdotseed2d.dgn X 

Proposed 
Design DSPFCN.dgn default Proposed Profile plprrd $(MX_SEEDIR)fdotseed2d.dgn X 

Proposed 
Design TEXTCN.dgn default Text Labels and Misc. 

Descriptions planrd $(MX_SEEDIR)fdotseed2d.dgn X 

Traffic 
Control TCDSCN.dgn default Traffic Control Design tcdsrd $(MX_SEEDIR)fdotseed2d.dgn X 

Utilities UTEXCN.dgn default Utilities - Existing utexrd $(MX_SEEDIR)fdotseed2d.dgn X 

Utilities UTPRCN.dgn default Utilities - Proposed utprrd $(MX_SEEDIR)fdotseed2d.dgn X 
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