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Overview

General Information

The FDOT2004 SiteMenu can be installed in 2 configurations.

1. Server/Client

2. Stand-Alone Workstation

Server/Client configuration is ideal for sites with multiple computers. In this configuration a FDOT2004 directory is installed on a server with the client workstations accessing the FDOT2004 SiteMenu from there. This allows the administrator to update the SiteMenu on an unlimited number of clients by updating the server.

· NOTE: This configuration is done through two installations. First the FDOT2004 Server must be installed and then the FDOT2004 Client software can be installed on the client computers.

The Stand-Alone Workstation configuration should only be used when a computer will not always have access to the network, such as a laptop, or when a network is not present. This configuration has been provided to create the FDOT2004 directory locally and configure MicroStation to access the FDOT2004 SiteMenu locally.

All other software provided on the FDOT2004 CD, is to be installed locally on the client workstation

User Access Rights

Users must have rights to modify files in the following directories for the FDOT2004 software to operate properly.

· \program files\bentley\workspace\users

· \FDOT2004\temp

· \FDOT2004\win32  (and all sub directories)
Excel – Macro Security

The Macro Security settings in Microsoft Excel can be set no higher than Medium. Users must be allowed to run unsigned macros. Medium security will prompt users to choose if they want to run potentially unsafe macros. Low security will open all spreadsheets containing macros with no prompting.

System Requirements

· Windows XP Professional

· MicroStation 2004 version 08.05.02.35
· GEOPAK 20004 with Maintenance Release

· Internet Explorer 6.x

· CAiCE Transportation 10 sp5
NOTE: The system requirements are based on the FDOT standard software for CADD workstations. 

NOTE: While some of the applications provided on the FDOT2004 CD may operate properly with other software configuration, Internet Explorer 6 or above is required for the Electronic Delivery software to operate properly. 

CD Contents

FDOT2004

· FDOT2004 Server

· FDOT2004 Client

· FDOT2004 Workstation (Stand-alone)

· FDOT2004 Utilities (AutoCAD Only)

Support Apps

· Microsoft .NET Framework version 1.1

· V8 Converter

· TSCC Codec

· GSview

· Rod Reduction

Sample Installations
Introduction
Certain FDOT2004 applications have prerequisite requirements; therefore the recommended order of installation listed below should be followed. Please read through completely and make the necessary preparations before proceeding.
Installation Order 

The FDOT2004 Client and Workstations software require that the Microsoft .NET Framework. The V8 Converter requires the FDOT2004 Client or Workstation be installed.

The suggested installation order is shown below: 

1. Windows XP (with service packs)

2. Microsoft Office Suite

3. Microsoft .NET Framework.
4. MicroStation 2004

5. GEOPAK 2004 and\or Bentley Civil Extensions
6. FDOT2004 (Client or Workstation) 
7. V8 Converter

8. TSCC Codec
9. GhostView 
10. Rod Reduction 
NOTE: Slight variations or modifications to these samples may be necessary due to current setup and configuration of the network, client or workstation of the installation. Responsibility of the variations will lie with the persons in charge of the installation.

Support Contact Information:

Phone support is available by calling 850-245-1600 or send email to ecso.support@dot.state.fl.us

Microsoft .NET Framework
 Microsoft .NET Framework must be loaded on the local workstation before the FDOT2004 software will operate properly.  The 1.1 version of the .NET Framework is included on the CD and can be installed from the Support Apps menu option

[image: image2.png]£ FDOT2004

r—
rT—e—
2

FDO7200% -

SUPPORT APPS:
The applications listed here are used in support of
the FDOT2004 software.

GhostView:

Afree postscript viewing application

Net Framewo
The Microsoft .Net Framework version 1.1 or higher is
required to be installed and configured for some of

the applications included in the FDOT 2004 software.

[instal Microsart et Framewark]

Th can be used to convert a FDOT compliant
project from V7 format to V8 format.

Email: ecso.support@dot.state.fl.us
Website: http://www.dot.state fl.us/ecso/





or downloaded from Microsoft website with the Windows Update utility:

http://v4.windowsupdate.microsoft.com/en/default.asp
 or may be accessed directly at:

http://msdn.microsoft.com/netframework/technologyinfo/howtoget/default.aspx
The installation of the .NET Framework is simple but further configuration will be required on Client installations to set up the security. 
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Click Yes to install.

Once .NET Framework is installed, security setup is required for proper operation. Computers running the FDOT2004 Client configuration must set the .NET Framework to trust the FDOT2004 Server on the LAN.

Start the .NET Wizards
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1) Start > Settings > Control Panel > Administrative Tools > Microsoft .Net Framework 1.1 Wizards

2) Select Adjust .NET Security:

3) Choose Make changes to this computer, then choose Next>
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4) Select Local Intranet, move slider arrow to “Full Trust” as shown then select Next >
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5) The Summary of changes should now be in effect for .NET security on your workstation as shown below.

6)Select <Back to make any necessary corrections.
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7) Select Finish to Exit the Wizard
FDOT2004 SiteMenu - Server
Installing the FDOT 2004 Server will create a FDOT2004 directory containing the resources used by the FDOT workspaces to customize MicroStation for use on FDOT projects.
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Select 2004 Server from the menu to execute the installation program.
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Select Next to continue.

[image: image7.png]FDOT2004 Se

er Installation

Select Destination Directory

Flease select the diectory where FDDT2004 Server fles are to

be insalled

“Free Disk Space AlferInstall’ s based on your curent
selecton offlesto nstll. A negalive number indicales that
there is ot enough disk space [0 insall the appitcalion o the

speciied dive.

CAFDOT2004 jonse.

Curent Free Disk Space: 44563968 KB

Free Disk Space Afte Instal 44363953 KB
<Back Hext> Cancel





Select on the Browse button to define the software destination directory.
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Key in the path, UNC path or select the drive and browse to the desired directory. When the path is defined select OK to continue.
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Next you will be given the option to backup any existing files that will be replaced. If you are reinstalling the Server this will copy those files that are replaced to a defined backup location.
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By default a backup subdirectory will be created under the FDOT2004 directory. This can be redirected by clicking on the Browse button a defining a new location. 

Select Next when finished.
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Select Next to continue.
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Select Finish to complete the installation.

FDOT2004 SiteMenu - Client

MicroStation workspaces will be installed and configured to read FDOT2004 SiteMenu and MicroStation resources from a server and the Electronic Delivery software will be installed locally.
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Select Client from the menu to execute the installation program.
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Select Next to continue.

Warning! Previous versions of the FDOT’s Electronic delivery software should be removed before the FDOT2004 Client software is installed. This is done because the FDOT2004 Client installation installs the FDOT2004 workspaces and the latest Electronic Delivery software.
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Select Cancel to abort installation and remove any previous version of Electronic Delivery, then restart installation.
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Select Next to continue.[image: image16.jpg]FDOT2004 Client Installation X
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This dialog defines all of the information necessary to configure MicroStation to use the FDOT2004 SiteMenus. The following listing corresponds to the numbers displayed in the dialog above and instructs in the recommended entries. Review and complete all requested fields. Select Next to continue.
1. Enter the path (or browse) to the FDOT2004 directory on the server.

2. Define the local FDOT2004 directory path. Typically it is C:\FDOT2004\ and  will be the default setting unless otherwise specified. You can keep the default setting, key in a different path or you can browse to it 

· In a Server\Client installation there will be two FDOT2004 directories. One on the server where all clients can share resources for easy updates and one local that will contain other FDOT applications such as Electronic Delivery or CSI software.

3. The installation program will use the path to the MicroStation directory defined in the registry as a default. This should be the directory containing the ustation.exe file. Check to ensure this path is correct. 

· This path is required because the installation must copy the configuration files to the appropriate MicroStation directories. Error checking in the installation program will check the path defined to see if the ustation.exe file is present.

4. Enter the path (or browse) to the Projects directory. 

· The "Projects" directory is the root project directory. This directory will contain the Project Configuration Files (.pcf) and the various project directories. The "Project" drop down on the MicroStation Manager dialog will display a listing for each PCF file in the defined path. All of the FDOT projects are worked on through this directory. 
· NOTE: This path should not contain spaces or special characters.
5. The installation program will retrieve the path to CAiCE directory from the KCDIR environment variable. Please check this path to ensure it is correct.

· Several CAiCE resources are provided with the FDOT2004 software. If CAiCE is installed and the path is defined the installation will copy the resources to the proper directories.

6. If selected an extra line is added to the user configuration files that enables viewing of hidden MicroStation configuration variables.

· The "DISPLAYALLCFGVARS" configuration variable enables viewing hidden MicroStation configuration variables. When this option is selected users will be able to see the hidden variables using the Workspace Configuration dialog. It is recommended this option be selected.
The installation program will begin coping files and customizing MicroStation user configuration files (.ucf).
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Click Finish to complete the installation process.

The installation of SiteMenu Client copies the necessary user configuration files to the \Bentley\workspace\users\ directory and then edits them based on the information provided to the installation program.
#-----------------------------------------------------------------#

#                         fdot2004.ucf                            #

#-----------------------------------------------------------------#

#              FDOT - V8 English user configuration file          #

#                       Date - 03/29/2005                         #

#-----------------------------------------------------------------#

# --------------- Drive containing FDOT software -----------------#

_USTN_SITE = //server name/fdot2004/

UNIT = eng

#-----------------------------------------------------------------#

# --------------- Drive containing Projects ----------------------#

_USTN_PROJECT = C:/e/projects/

_USTN_PROJECTSROOT = $(_USTN_PROJECT)

MS_DEF < $(_USTN_PROJECTDATA)/

_USTN_USERINTNAME = FDOT2004

_USTN_PROJECTNAME = 

# --------------- HTML settings ----------------------------------#

MS_BROWSERMAKECHILDWINDOW = 1

# -----------------  Sitemenu variables --------------------------#

SM_MENU_FOREGROUND = BLACK

SM_MENU_POSITION   = 120,80 

SM_HOTLIST_POSITION = 80,80,467,527 

SM_HOTBOX1_POSITION = 100,5,43,29 

SM_HOTBOX2_POSITION = 150,5,41,29 

SM_HOTBOX3_POSITION = 200,5,37,29

SM_BROWSER_POSITION = 100,50,800,600 

SM_MENU = 1

%include $(_USTN_SITE)microstation/workspace/users/sitefdot.txt

FDOT_DISCIPLINE_MENU = $(_USTN_SITE)MicroStation/workspace/users/Roadway.txt

%include  $(FDOT_DISCIPLINE_MENU)

SM_MENU_MENUS = Standard

SM_MENU_MENUS > CellApps

SM_MENU_MENUS > Locks

SM_MENU_MENUS > Utils

SM_MENU_MENUS > Roadway

#%include  $(_USTN_SITE)microstation/workspace/users/structures.txt

#%include  $(_USTN_SITE)microstation/workspace/users/utilities.txt

#%include  $(_USTN_SITE)microstation/workspace/users/RightOfWay.txt

#%include  consultant.txt

# --------------- Drive containing GEOPAK Project Manager files---#

#GPK_PROJMGR_PROJECTDIR = C:/e/projects/$(_USTN_PROJECTNAME)/

#-------------------- Plot Variables -----------------------------#

MS_PLOTINI = $(_DGNDIR)

#MS_PLTR = $(_USTN_SITE)standards/plot/fdotpdf.plt

#MS_PENTABLE = $(_USTN_SITE)standards/plot/file_txt.tbl

#MS_PLOTDLG_DEF_PENTABLE = $(_USTN_SITE)standards/plot/

MS_PLTDLG_FORCEOUTDIR = $(_DGNDIR)/eng_data/

FDOT_SRVFILE_CHKOUT_REQ
= 0 
# On Consultant workstations this should be set to 0


_USTN_DISPLAYALLCFGVARS = 1

FDOT2004 SiteMenu – Workstation (Stand-Alone)

MicroStation workspaces will be installed and configured to read FDOT2004 SiteMenu and MicroStation resources from a local FDOT2004 directory and the Electronic Delivery software will be installed locally.
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Select 2004 Workstation from the menu to execute the installation program.
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Select Next to continue.
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Select Cancel to abort installation and remove any previous version of Electronic Delivery, then restart installation.

Select Next to continue.
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This dialog defines all of the information necessary to configure MicroStation to use the FDOT2004 SiteMenus. The following listing corresponds to the numbers displayed in the dialog above and instructs in the recommended entries. Review and complete all requested fields. Select Next to continue.

1. Define the local FDOT2004 directory path. Typically it is C:\FDOT2004\ and will be the default setting unless otherwise specified. You can keep the default setting, key in a different path or you can browse to it 

· In a Server\Client installation there will be two FDOT2004 directories. One on the server where all clients can share resources for easy updates and one local that will contain other FDOT applications such as Electronic Delivery or CSI software.

2. The installation program will use the path to the MicroStation directory defined in the registry as a default. This should be the directory containing the ustation.exe file. Check to ensure this path is correct. 

· This path is required because the installation must copy the configuration files to the appropriate MicroStation directories. Error checking in the installation program will check the path defined to see if the ustation.exe file is present.

3. Enter the path (or browse) to the Projects directory. 

· The "Projects" directory is the root project directory. This directory will contain the Project Configuration Files (.pcf) and the various project directories. The "Project" drop down on the MicroStation Manager dialog will display a listing for each PCF file in the defined path. All of the FDOT projects are worked on through this directory. 
· NOTE: This path should not contain spaces or special characters.
4. The installation program will retrieve the path to CAiCE directory from the KCDIR environment variable. Please check this path to ensure it is correct.

· Several CAiCE resources are provided with the FDOT2004 software. If CAiCE is installed and the path is defined the installation will copy the resources to the proper directories.

5. If selected an extra line is added to the user configuration files that enables viewing of hidden MicroStation configuration variables.

· The "DISPLAYALLCFGVARS" configuration variable enables viewing hidden MicroStation configuration variables. When this option is selected users will be able to see the hidden variables using the Workspace Configuration dialog. It is recommended this option be selected.
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This is the final confirmation before the installation begins. 
Select Cancel to abort installation.

Select Next to continue.


The installation program will begin coping files and customizing MicroStation user configuration files (.ucf).
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Select Finish to complete the installation process.

The user configuration files will be modified, as shown below, based on the information provided to the installation program.

#-----------------------------------------------------------------#

#                         fdot2004.ucf                            #

#-----------------------------------------------------------------#

#              FDOT - V8 English user configuration file          #

#                       Date - 03/30/2005                         #

#-----------------------------------------------------------------#

# --------------- Drive containing FDOT software -----------------#

_USTN_SITE = c:/fdot2004/

UNIT = eng

#-----------------------------------------------------------------#

# --------------- Drive containing Projects ----------------------#

_USTN_PROJECT = C:/e/projects/

_USTN_PROJECTSROOT = $(_USTN_PROJECT)

MS_DEF < $(_USTN_PROJECTDATA)/

_USTN_USERINTNAME = FDOT2004

_USTN_PROJECTNAME = 

# --------------- HTML settings ----------------------------------#

MS_BROWSERMAKECHILDWINDOW = 1

# -----------------  Sitemenu variables --------------------------#

SM_MENU_FOREGROUND = BLACK

SM_MENU_POSITION   = 137,79 

SM_HOTLIST_POSITION = 79,91,467,527 

SM_HOTBOX1_POSITION = 100,45,43,29 

SM_HOTBOX2_POSITION = 120,45,41,29 

SM_HOTBOX3_POSITION = 140,45,37,29

SM_BROWSER_POSITION = 400,50,800,600 

SM_MENU = 1

%include $(_USTN_SITE)microstation/workspace/users/sitefdot.txt

FDOT_DISCIPLINE_MENU = $(_USTN_SITE)MicroStation/workspace/users/Roadway.txt

%include  $(FDOT_DISCIPLINE_MENU)

SM_MENU_MENUS = Standard

SM_MENU_MENUS > CellApps

SM_MENU_MENUS > Locks

SM_MENU_MENUS > Utils

SM_MENU_MENUS > Roadway

SM_MENU_MENUS > Traffic Plans

#%include  $(_USTN_SITE)microstation/workspace/users/structures.txt

#%include  $(_USTN_SITE)microstation/workspace/users/utilities.txt

#%include  $(_USTN_SITE)microstation/workspace/users/RightOfWay.txt

#%include  consultant.txt

# --------------- Drive containing GEOPAK Project Manager files---#

#GPK_PROJMGR_PROJECTDIR = C:/e/projects/$(_USTN_PROJECTNAME)/

#-------------------- Plot Variables -----------------------------#

MS_PLOTINI = $(_DGNDIR)

#MS_PLTR = $(_USTN_SITE)standards/plot/fdotpdf.plt

#MS_PENTABLE = $(_USTN_SITE)standards/plot/file_txt.tbl

#MS_PLOTDLG_DEF_PENTABLE = $(_USTN_SITE)standards/plot/

MS_PLTDLG_FORCEOUTDIR = $(_DGNDIR)/eng_data/

FDOT_SRVFILE_CHKOUT_REQ
= 0 
# On Consultant workstations this should be set to 0 


_USTN_DISPLAYALLCFGVARS = 1
FDOT2004 SiteMenu – Utilities
The FDOT2004 Utilities SiteMenu will be installed and configured for use with AutoCAD. This will install the four standard menus and the Utility menu and configure AutoCAD to load them when the desktop icon is used.
[image: image25.png]& FDOT2004

FDO7200% -

FDAT20nt Anpe.

SE
2004 Server Tlv r
e |
- ~ op to
C z00acient ) |t

2004 Workstation w
L T D R s
ol 1k

(2004 utiities ) |,
.

Glnstaﬂ FDOTZ004 Utites Menu (Stand-Alone)

Email: ecso.support@dot.state.fl.us
Website: http://www.dot.state fl.us/ecso/





When the installation is executed it will search the registry for the location of AutoCAD. If AutoCAD cannot be located the dialog below will appear prompting the user to browse to the directory containing the file acad.exe.
[image: image26.png]AutoCAD Directory,

The fle acad.exe was not found in the path defined for AutaCAD or the
path was not found in the registry. Please Browse to the path containing
the acad exe fileto ensure that it is pointing to the proper directory

2| ==

AutoCAD Directoy

0K CANCEL





Select 2004 Workstation from the menu to execute the installation program.
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Click Next to continue.
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Click Next to continue.
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Click Next to begin copying files.
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When all files have been installed, click Finish to complete the installation.
FDOT2004 SiteMenu – Silent\Unattended Installation Options
Large sites are interested in ways to automate the deployment of software in order to save time and money. With this in mind MSI files will be included on the CD for the following applications:
· FDOT2004 Client

· FDOT2004 Workstation

· FDOT v8 Converter
MSI files are used by Microsoft’s Windows Installer Service and can be used to automate software delivery.
FDOT2004Silent.exe is a custom “Silent” installation program for the FDOT2004 Client or FDOT2004 Workstation software that has also been developed and included on the CD in the Install directory. FDOT2004Silent.exe reads the answers that the user would normally be prompted for from an INI file named Answers.ini.

Sample Answers.ini File:
[FDOT2004]

TYPE=CLIENT
(CLIENT or WORKSTATION)
LOCAL=C:\FDOT2004\
(client apps will be installed in a win32 subdirectory) 
SITE=\\server name\FDOT2004\
(path the fdot2004 directory structure)
[MICROSTATION]

INSTALLED=YES
(YES or NO)
PATH=C:\Program Files\Bentley\Program\MicroStation\ (Directory holding Ustation.exe)
VERSION=08.05.02.27
(MicroStation version number)
PROJECTS=C:\E\PROJECTS\
(Path to Projects directory)
[CAICE]

INSTALLED=YES
(YES or NO)
PATH=c:\caice\ (Path where CAiCE is installed – leave blank if not installed)
[CHECKBOXES]

SHOW_HIDDEN_VARS=YES
(YES or NO)
An administrator can customize the Answers.ini file for their site then copy the FDOT2004Silent.exe and Answer.ini files to a shared directory on the server. The FDOT2004Silent.exe can the be executed remotely using a login script or a run as command that will execute an application using administrative rights.
V8 Converter
The FDOT v8 Conversion Utility can be used to convert projects from FDOT 2002 standards in v7 format to FDOT 2004 standards in v8 format. This application should be installed only on computers of users responsible for project conversion.
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Select Next to continue.

Ensure that the destination path does not contain any spaces or special characters.
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Select Next to continue.
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Select next to continue.

Files will begin copying.
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Select Finish to complete the installation.

TSCC Codec
The TSCC Codec is required to view the “Quick Clips”. “Quick Clips” are short video segments demonstrating various tools in the Electronic Delivery process and / or CADD Tools made available by FDOT.
The “Quick Clips” can be found online at:

http://www.dot.state.fl.us/ecso/downloads/clips/
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Codec is the abbreviation for Compressor/Decompressor. Codecs is used to compress file size of audio, video and image files. This reduces disk space required for storage and network bandwidth when streamed. The same Codec is then used to open compressed files.
Selecting the TsCC Codec option opens the online TechSmith Corporation browser window.

Scroll down the page to locate the TSCC Codec.
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Select Download TSCC Codec to install.
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Select Run to execute the installation from the web server or Save to download the installation to a local directory and execute the installation by double clicking on the TSCC.exe file.
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Depending on your security settings you may be prompted to authorize the installation. Select Run to begin the installation.
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TechSmith prompts you with more details about the Codec. 
Select Install to continue.
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Select OK to complete the process.
 GhostView
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Select Setup to begin the installation.
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Select Next to continue.
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Select Next to continue.

[image: image47.png]GSview Install

@ ‘Which companents do you wish to nstal?

¥ Instal GSview
S| il

¥ InstalGhostscrit

T ———
|
8

Ghostscipt

<Back Neit> Cancel





Check both Install GSview and Install Ghostscript version 5.5.
Select Next to continue.
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Define the destination directory to install GSview to.

Select Next to continue.
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Define the Start Menu Item or Program Manager group and then Select Finish.
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The GSview install will display files copied.
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Select Exit to complete the process.

From the Start Menu, run GSview to complete the configuration.
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The first time GSview is run the configuration wizard will automatically run.
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Select Next to continue.
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Enter / confirm all information then

Select Next to continue.
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Check Update GSview printer list then
Select Next to continue.
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Check Associate PostScript (.ps and .eps) files with GSview then

Select Next to continue.
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Define Start Menu item or Program Manager group then

Select Next to continue.
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Select Finish to complete the configuration wizard.
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Select Exit to close the configuration wizard.

To view FDOT’s standard 11 x 17 (Tabloid) postscript files the following steps are necessary to configure GSview default settings.
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Select Orientation > Seascape from the menu to assign rotation.

NOTE: If sheets appear upside-down change orientation to landscape.
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Select Media > Tabloid from the menu to assign page size.
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Select Media > Display Settings to open the Display Settings dialog.
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Configure the display settings as show above for 11x17 sheets then 
Select OK to accept the settings.
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Select Options > Save Settings on Exit to deselect this option.
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Select Options > Save Settings Now to save the current settings.

Configuring the settings as show here will ensure that, GSview will always open 11x17 sheets zoomed out, displaying whole sheets.

Rod Reduction
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Select Rod Reduction from the menu to execute the installation program.
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Select Next to continue.
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Confirm or redefine destination path then

Select Next to continue.
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Select Next to continue. 
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The installation program will begin coping files.
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Select Finish to complete the installation.
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