
1

Upshaw, Patrick

From: Patrick Upshaw [patrick.upshaw@dot.state.fl.us]
Sent: Monday, September 10, 2007 12:38 PM
To: Emmanuel I Uwaibi; Gregory A Sholar; Howard Moseley; jwarren@acaf.org; Michael 

Sandow; kenm@andersoncolumbia.com; edevicenzo@hubbard.com; kevinp@dabcon.com; 
jmeier@mdlsxco.com; jdhill@laneconstruct.com; mmancuso@mdlsxco.com; Gale C Page; 
David Webb; Maurice McReynolds

Cc: Bruce Dietrich; Jim Musselman
Subject: SP-9.5 Mix Task Force Meeting ( 5 Sept. 2007) - Minutes
Attachments: FC-9.5 and FC-12.5 LIMS Density Table.pdf

All, 
 
Below are the subject meeting minutes with any Action Items identified:  
 
‐ Discussion on the problem with 1" thick Hot Mix Asphalt (HMA) pavement lifts to maintain 
the average mix spread rate within 5% of the target spread rate. This is a key issue and 
accentuates the problem of a 1" lift since this encourages "underthickness" of layers.  
Previous core for thickness of surface course specifications paid for up to 1/4" 
"overthickness". 
 Action Item ‐ review the intent of the 5% Target Spread Rate Specification and provide some 
feedback / clarification to industry (SMO). 
 
 ‐ Reviewed data from LIMS on the average roadway core density (%Gmm) for 
FC‐9.5 mixes and FC‐12.5 mixes (see attached file).  The raw data indicates that the average 
% Gmm is 0.8% to 1.0% lower for FC‐9.5 mixes than FC‐12.5 mixes.  
Action Item ‐ Need to review LIMS data to identify static rolling and to look at the Bulk 
Specific Gravity (Gmb) values for the roadway cores to remove any possible effect of the 
Maximum Specific Gravity (Gmm) on the roadway core density results (SMO). 
 
 
 
‐ Discussion on the mixture laydown temperature problem caused by the mixture  
cooling rate for 1" thick HMA lifts.    
Action Item ‐ Need to review the Specification on the temperature limitations for 1" lift of 
HMA.  Work with Industry to develop some guidelines / examples of some possible temperature 
laydown problems.  Also, look at CPAM guidelines for granting time on projects when weather 
is adverse to paving thin lifts (SMO / ACAF). 
 
 ‐ Discussion of pavement design problems on some recent projects using 
FC‐9.5 mixes.   
Action Item ‐ Industry will send some examples of any recent pavement design problems on 
projects in order to give some feedback to State Pavement Management Office (SPMO) ‐ If 
required, SPMO will issue pavement design guidelines to the Districts (ACAF).  
 
 
‐ Discussion on criteria for minimum one layer thickness on a milled surface 
‐ suggest a minimum of 1 1/4 " overlay on a milled surface. 
Action Item ‐ SPMO will review current pavement design requirements and work with SMO on a 
any required Flexible Pavement Manual changes. 
 
‐ Discussion on roadway core testing issues ‐ minimum thickness requirements are currently 
specified in the FM / AASHTO test procedure.   
Action Item ‐ Review test procedure and data to see if possible to develop some guidelines to 
identify any possible damaged cores (add to the FM test procedure); look at the Core‐Dry 
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device to determine if better consistency can be achieved in determining density on thin 
lifts; look at using a nondestructive method to determine roadway density for friction course 
(instead of roadway cores) (SMO). 
 
‐ Initial recommendation from the task team is for 1" lifts to require Static Compaction on 
the roadway with a target density value of 92.0% Gmm. 
 
If you have any questions or comments on the minutes please let me know. 
 
Patrick Upshaw 
Bituminous Engineer 
Florida Department of Transportation 
State Materials Office 
5007 NE 39th Avenue, Gainesville , FL 32609 
Phone: (352) 955‐2906 
Fax: (352) 955‐2904 
 
 



Min 86.0 88.2 86.0 89.5 90.2 89.5 
Std. Dev. 1.35 1 1.050 1.437 1.058 1.128 1.008 

Count 310 133 177 767 279 488 


