
Topic No.:  700-000-000  
Construction Project Administration Manual Effective: August 1, 1999 
Pre-ConstructionFinal Estimates Pre-PlanningRevision: August 3, 2016January 24, 2013   
 

  
Final Estimates Pre-Planning 2.2-1 

 
SectionCHAPTER 2.2 

FINAL ESTIMATES PRE-PLANNING 
 

2.2.1 PURPOSE 
 
This chapter introduces procedures for the pre-planning of required final estimates 
documentation tohat will assist those charged with the responsibility of recording final 
quantities and preparing final estimates. 
 

2.2.2 GENERAL INFORMATION 
 
Information contained in this chapter presents pre-planning procedures to be used 
statewide by construction, CEI offices for documenting final pay quantities.  It is 
intended to help construction personnel determine the pay item information that is to be 
documented, reviewed, and forwarded with the final estimates package to the District 
Final Estimates Office (DFEO). 
 

2.2.3 CONSTRUCTION FIELD OPERATIONS 
 
The Project Administrator (PA) and/or designee responsible for the final estimate must be 
familiar with the Sspecifications, method of measurement, and payment for each pay item 
on the project.  Accurate and up-to-date field records must be kept as the project 
progresses to ensure that final estimates are compiled in an efficient and timely manner. 
 
The following rulesguidelines shall be observed: 
 
(A) (A) Always check to ensure there is a computation book for each projectpay item 

summary box for each item in the Plans before construction begins. The summary 
boxes shall show the location, quantity and applicable design notes.  

Computation Books are not required on Design Build and Lump Sum Projects. 
 

(B) Verify that the documentation to support each pay item quantity (i.e., electronic 
shape file, calculations, sketches, or spreadsheets) is included in the Plans 
submittalDigital Delivery package. (See CPAM 5.14.9 and CADD Manual.) 

  
  

http://www.dot.state.fl.us/construction/manuals/cpam/CPAMManual.shtm
http://www.dot.state.fl.us/ecso/downloads/publications/Manual/CADDManual2015/Files/10.1.15/CADDManual2015.pdf
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(B) Final Measured Concept Items (Section 9-1.3.1 of the Specifications) - After a contract 
item appears for payment on the Department’s monthly or progress estimate, that quantity 
along with supporting measurements and computations are required to be complete and in 
the PA’s office ready for review.  The following requirements are: 
 

(1) Site Source Records, Daily Log Sheets, Tabulation Forms, etc., will be in the PA’s 
office to support monthly payments made. 
 

 (2) Field Books will be available in the PA’s office to support monthly payments made. 
 (A copy can be left in the PA’s office to show documentation of monthly payment.)  
Original measurements are to be turned in when they are completed.  Use appropriate field 
books for recording data such as Standard Bound Field Book for survey and Non-Standard 
Field Books to record other field measured items. 
 

(3) Final “As-Built” Plans will be updated as work progresses and in the PA’s office to support 
monthly payments made. 
 

(4) Computer output forms, automatic printer tickets, etc., shall be made available in the PA’s 
office to support monthly payments made. 
 
NOTE: If monthly payments are based on estimated quantities/contractor’s invoice, it will 
be so  noted on the weekly workbook or other methods of tracking and  made available 
to support monthly payments. 
 

(C) Plan Quantity Concept Items (Section 9-3.2 of the Specifications).  
 

(1) The computation sheet in the computation book or matrix in the plans shall show the 
location, quantity and traverse/chain name. 
 

(2) A location sketch that identifies the area, the quantity, and the reference 
baseline/centerline name.  (Note: labeling of the chain points and curves and 
computer outputs, are not required to be placed in the computation book.  The 
Designer must keep all supporting information in his/her files until the project is paid 
off.) 
 

 The location sketch that identifies the area, the quantity, and the reference 
baseline/centerline name must be contained in the CADD files submitted to the 
Department.  The naming convention for these files should be in accordance with the 
Department’s “CADD Production Criteria Handbook” Chapter 4. 
 

(D) If substantial errors in the plan quantity items are detected by construction personnel, the 

http://www.dot.state.fl.us/specificationsoffice/Implemented/SpecBooks/2013/Files/2013eBook.pdf#page=104
http://www.dot.state.fl.us/specificationsoffice/Implemented/SpecBooks/2013/Files/2013eBook.pdf#page=107
http://www.dot.state.fl.us/ecso/downloads/publications/CriteriaHandBook/CPCH2010MR2/Files/CPCHChapter04.pdf
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contractor shall be advised of these errors in writing (copying include the DFEO in all 
correspondence) at the preconstruction conference or when the errors are detected.  If a 
question arises during the construction of a project involving quantities for one or more of 
the plan quantity items, then address and correct the quantities in the following manner: 

 
(1) Quantity Errors of Minor nature: An example of this would be if the DesignerEngineer of 

Record (EOR) left out 1000 LF of curb and gutter and showed 100 LF.  A simple correction 
here would suffice. 

 
(2) Quantity Errors of Major Nature: An example of this would be if the Designer EOR left 

out the southwest quadrant of an intersection.  Errors of a major nature are to be resolved 
by the EOR Designer of record.  Construction will request in writing, that the Designer EOR 
provide detailed documentation or verify the concern for the plan quantity item(s) in 
question. 
 
  Design must produce the backup documentation within five5 working days of 

the written request from construction. Refer to the Basis of Estimates Manual, 
Chapter 8, Section 1 - Introduction. 

 
(C) (E) Verify the contract information is entered into SiteManager correctly (i.e., pay 

items, quantities, unit prices, composite pay factors, bituminous and fuel adjustment 
factorsflag selected when applicable). 
 

(D) Schedule a final estimates kick-off meeting with the DFEO to review final estimate 
documentation requirements, if needed. Any question on pay item interpretation, 
adjustment, extra work, etc., or final estimate documentation for any item shall be 
resolved with the District Final Estimates Manager (DFEM) as it occurs.  Do not wait 
until the end of project.  
  

(E) Create Open project-specific forms via the Construction Automated Reporting 
System (CARS),  and providesubmit the forms to send to the Contractor via email or 
place in email directly to the collaboration site. Inform the Contractor that all Oother 
forms are located on the Construction website, and on the Forms and Procedures 
Office website. 

 
 (F) Final “As-Built” Plans, payment records (i.e. tabulation forms, field books, 

etc.,) and required documents (i.e. SA’s, monthly payment certifications, etc.,) shall 
be kept current as the contract progresses. 

 
(F) Errors in plan quantity items shall be addressed per Section 5.13 of this Manual. 

 

http://www.dot.state.fl.us/construction/manuals/cpam/CPAMManual.shtm


Topic No.:  700-000-000  
Construction Project Administration Manual Effective: August 1, 1999 
Pre-ConstructionFinal Estimates Pre-PlanningRevision: August 3, 2016January 24, 2013   
 

  
Final Estimates Pre-Planning 2.2-4 

(G) (G) Final measured items shall be reviewed to make a determination of which 
type of measurements, sketches, and/or calculations are necessary to document 
final payment, as well as identify the appropriate site source record to be used. Field 
Records shall be maintained per Section 5.14 of this Manual. 
  
 

a. Once a final measure pay item is included appears for onin a monthly 
progress estimate, supporting documentation for that quantity shall be 
available in the project files for review. 

 
(H) (H) Removal items (i.e., existing pavement (if a separate pay item), guardrail, 

pavement markings, etc.) shall be pre-measured and recorded before that item is 
removed. 

  
 
(I) (I) Decisions regarding earthwork items cross -sections shall be made before 

clearing and grubbing work has started.  If cross sections are waived then the 
waiver forms shall be submitted. Earthwork documentation shall be maintained per 
Section 5.16 of this Manual. 
 

(J) Designate the digital file(s) to be used for the Final As-Built Plans prior to the start of 
begin construction and update as the work progresses to support monthlyprogress 
payments. Final As-Built Plans shawill be separated by component and maintained 
per Section 5.12 of this Manual. 

  
 
 

 (J)  A computation book sheet is required and/or plan matrix for each contract 
item is required on projects other that Design Build and Lump Sum. 

 
Note: Only final measured pay items should shall be final measured.  Plan quantity items 

are not final measured.  Only field changes and pPplan errors are measured/ and 
documented in the field bookfor payment backup. 

http://www.dot.state.fl.us/construction/manuals/cpam/CPAMManual.shtm
http://www.dot.state.fl.us/construction/manuals/cpam/CPAMManual.shtm
http://www.dot.state.fl.us/construction/manuals/cpam/CPAMManual.shtm
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