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Bid Questions and Answers Report 10/28/2015 8:05:25 AMDate & Time:

Posted: 10/19/2015 8:23:24 AMQuestion: 12122: The quantities for the Litter Removal (107-1) and Mowing (107-2) 
are different on the Sheet SQ-7.  Please verify.

Status:Bid Question Response #12122: The quantities for Litter Removal in the 
plans account for the non-grassed areas (paved shoulder and paved 
median) that will require litter removal, but not mowing per Section 107 of 
the FDOT Standard Specifications for Road and Bridge Construction. 

Answer:

Posted:

ANSWER PUBLISHED

10/22/2015 3:51:19 PM

Posted: 10/20/2015 5:22:25 PMQuestion: 12148: The typical sections show the outside shoulders getting overbuild 
in some locations. Does the quantity for overbuild in the traffic level D 
quantities represent the overbuild needed for the shoulders, or is it in the 
traffic level B?

Status:Bid Question Response #12148: The overbuild quantity in the traffic level 
D quantities represents the total overbuild needed for this project, 
including the shoulders, as shown in plan sheet SQ-10.

Answer:

Posted:

ANSWER PUBLISHED

10/22/2015 2:29:55 PM

Posted: 10/21/2015 4:20:04 PMQuestion: 12184: Please verify that the Department intends to use a non-polymer 
mix in the structural course under the FC-5 (PMA, PG76-22) as shown 
on Sheet 05.  Please advise.

Status:Bid Question Response #12184: Polymer is not required for the 
structural course layer for the ramp resurfacing, as shown on sheet 5.

Answer:

Posted:

ANSWER PUBLISHED

10/22/2015 2:30:39 PM

Posted: 10/22/2015 3:38:47 PMQuestion: 12198: Overbuild details provided on sheet 6 & 7 indicate that the final lift 
of structural asphalt  is to be non-polymer TL-D, this contradicts 
information provided on sheet #9 - please confirm that a single lift of 1.5" 
TLD is to be placed over the overbuild and that this mix includes a 
polymer binder. 

District Address:

District Phone:

District 5 Construction Office, located at 719 South Woodland Blvd, Deland, 
FL 32720

(386) 943-5350



Status:Bid Question Response #12198: The structural course to be placed on 
top of the mainline overbuild shall be TL-D and include a polymer binder, 
PMA, as shown on sheet 9 and the summary of quantity sheet SQ-10. 

Answer:

Posted:

ANSWER PUBLISHED

10/23/2015 6:35:21 PM

Posted: 10/22/2015 3:55:12 PMQuestion: 12201: Overbuild details 7&8 do not provide a TL for the overbuild - 
please confirm TL required for the overbuild. 

Status:Bid Question Response #12201: The overbuild should be Traffic Level D 
as indicated on sheet SQ-10.

Answer:

Posted:

ANSWER PUBLISHED

10/23/2015 5:50:27 PM


