FDOT

Florida Department of Transportation
RICK SCOTT 1074 Hwy 90 ANANTH PRASAD, P.E.
GOVERNOR Chipley, Florida 32428 SECRETARY

February 19, 2014
ADDENDUM NO. 1

To: ALL PROPOSAL HOLDERS
FINANCIAL ITEM NUMBER: 43347015201
CONTRACT NUMBER: E3MO07
DESCRIPTION: The improvements under this District Contract consist of Landscape
Improvements of the Rest Areas on SR 8 (I-10) in Gadsden, Holmes & Jackson Counties.

BIDS TO BE RECEIVED: March 13, 2014

If you are a PROPOSAL HOLDER, this is your authorization to make the following changes to the plans
and specification packages you now have for the subject project:

- The following changes have been made to the plans for this project:
s General Note 3 on Sheet LD-10 has been revised
¢ General Note 25 (FNGLA Certification) on Sheet No. LD-10 has been removed
« Pay Item Note 1 on Sheet LD-10 & LD-11 has been revised

Please use this revision when preparing your bid.

Sealed bids will be received until 2:00 p.m. local time on March 13, 2014 in the District Three
Procurement Services Conference Room, Room 230, Administration Building, 1074 Highway 90, Chipley,
Florida.

AMENDMENT NOTIFICATION

If you are a PROPOSAL HOLDER, please go to the District Three Contracts Administration
Addenda Website at http://www.dot.state.fl.us/contractsadministrationdistrict3/ to download Amendment
No. 1, file E3M07.001.

Also all PROPOSAL HOLDERS please acknowledge receipt of the addendum under the
Acknowledgement of Amendments tab on your electronic bid.

If you have any further questions please contact Amanda Mauldin by phone at (850) 330-1364 or
by email at amanda.mauldin@dot.state.fl.us.

Sincerely,
Richard Norris
District Contracts Administrator

RN:am
c.c. Chad Williams, Mark Thomas, Dustie Moss, Heath Riley, Renae Sanders, Hal Gore, file

www.dot.state.fl.us



February 12, 2014

ADDENDUM NO. 1

To the: Contract Plans Set

For: PROPOSAL ID: E3MO7
FPID: 433470-1-52-01
PROJECT: Gadsden, Holmes and Jackson SR 8 (I-10) REST AREAS - Landscape Plans

Note 3 of General Notes (tree staking) will be replaced with the proposed language provided
Note 24 of General Notes (FNGLA certification) will be removed.
e Note 1 of Pay Item Notes will be replaced with the proposed language provided.

Note 3 General Notes replacement:

TREES UP TO 65 GALLONS SHALL BE STAKED WITH AN UNDERGROUND STAKING SYSTEM USING TWO (2)
2x6” WOOD BOARDS PLACED OVER THE ROOTBALL ON EITHER SIDE OF THE TRUNK, SECURED IN PLACE
WITH %” WOVEN POLYESTER STRAPPING {1,800 LB TENSILE STRENGTH), AND FOUR (4) HEAVY DUTY
ARROWHEAD ANCHORS INSTALLED INTO UNDISTURBED SOIL AT 45 DEGREE ANGLE, SEE DETAILS.

TREES OVER 65 GALLONS SHALL BE STAKED WITH AN UNDERGROUND STAKING SYSTEM USING FOUR (4)
2x6” WOOD BOARDS PLACED OVER THE ROOTBALL ON EITHER SIDE OF THE TRUNK, SECURED IN PLACE
WITH %” WOVEN POLYESTER STRAPPING (1,800 LB TENSILE STRENGTH), AND EIGHT (8) HEAVY DUTY
ARROWHEAD ANCHORS INSTALLED INTO UNDISTURBED SOIL AT 45 DEGREE ANGLE, SEE DETAILS.

Note 1 Pay Item Notes replacement:
ENDOMYCORRHIZAL INOCULANT FOR PLANTING PITS
SOIL INOCULANT SHALL BE UTILIZED AND APPLIED PER MANUFACTURER RECOMMENDATIONS TO EACH
PLANTING PIT.
1. FOR TREES, SHRUBS, AND GROUNDCOVERS:
THE INOCULANT SHALL BE SLOW RELEASE AND CONTAIN BOTH ENDO AND ECTOMYCORRHIZAL
INOCULANTS COMBINED WITH HUMIC ACIDS, TRICHODERMA, STIMULANTS, BENEFICIAL BACTERIA,
SOLUBLE SEA KELP, YUCCA PLANT EXTRACTS, AND A WATER RETENTION GEL, AS LISTED BELOW:
A. ENDOMYCORRHIZAL FUNG! {MINIMUM 12.5 PROPAGULES PER CUBIC CENTIMETER
GLOMUS MOSSEAE (2), GLOMUS INTRARADICES (2), GLOMUS FASCICULATUM (2),
GLOMUS DUSSII {2), GLOMUS CLARUM (2), GLOMUS DESERTICOLA (1.25), GLOMUS
MICROAGGREGATUM (1.25).)
B. ECTOMYCORRHIZAL FUNGI {(MINIMUM 180,400 CFU’S PER CC TO INCLUDE: PISOLITHUS
TINCTORIUS {155,400), RHIZOPOGON (25,000).)



February 12, 2014
ADDENDUM NO. 1

PAGE TWO

NITROGEN FIXING, PHOSPHATE SOLUBILIZING AND GROWTH PROMOTING ORGANISMS
(1,080,000 CFU’S PER CC GENUS BACILLUS: B. MEGATERIUM, B. SUBTILLA, B.
AMYLOLIQUEFACIENS, B. AZOTOFORMANS, B. LICHENIFORMIS, B. PUMULUS, B.
FIRMUS, B. GENUS PSUEDOMONAS: P. PUTIDA, P. FLUORESCENCE, P. AUREOFACEANS,
P. DURUM. GENUS STREPTOMYCES: S. LYDICUS, S. GRISEUS, S. COELICOLOR.)

TRICHODERMA (72,600 CFU’S PER CC GENUS TRICHODERMA: TRICHODERMA
HAMATUM, TRICHODERMA HARZIANUM, TRICHODERMA VIRIDE, TRICHODERMA
REESEI.)

SEA KELP EXTRACT (10% ASCOPHYLLUM NODOSUM); YUCCA PLANT EXTRACT (4%
YUCCA SCHIDIGERA); HUMIC ACIDS (21% DERIVED FROM LEONARDITE)

WATER RETENTION GEL, MINIMUM 29% (PARTICLE SIZE 0.8 MM TO 2.0 MM; PERCENT
SOLUBLE LESS THAN 0.05%; ABSORPTION RATE 300-400 TIMES IN DISTILLED WATER);
ROOT PROMOTING VITAMINS (B, B2, B3, B6, B7, B12, C, K, BIOTIN, FULVIC ACID).

2. FOR PALMS:
A. ALL OF THE ABOVE REQUIREMENTS. IN ADDITION, THE FOLLOWING NUTRIENT ANALYSIS SHALL
BE PROVIDED:
TOTAL NITROGEN (N); 3%
1.34% OTHER WATER SOLUBLE NITROGEN AND/OR UREA NITROGEN; 2.11% WATER SOLUBLE
NITROGEN; 2.60% WATER INSOLUBLE NITROGEN
AVAILABLE PHOSPHATE (P205); 1%
SOLUBLE POTASH (K20); 3%
TOTAL MAGNESIUM (Mg); 2%
2.50% WATER SOLUBLE MAGNESIUM (Mg)
TOTAL MANGANESE (Mn); 4%
4.00% WATER SOLUBLE MANGANESE (Mn)
TOTAL ZING; 1.5%
1.5% WATER SOLUBLE ZINC (Zn)
TOTAL IRON; 1%
2.5% SOLUBLE IRON AS (Fe)

Ve
L

SIGNED:

nelie X 1820

DATE:

Dustie Moss
District Landscape Project Manager

2-12-14




COMPONENTS OF CONTRACT PLANS SET
LANDSCAPE PLANS

INDEX

SHEET NO. SHEET DESCRIPTION

LD-1 thru LD-2 KEY SHEET

LD-3 SUMMARY OF PAY ITEMS
LD-4 thru LD-9 SUMMARY OF QUANTITIES

LD-10 thru LD-11 LANDSCAPE NOTES
LD-12 PLAN LAYOUT (JACKSON)

LD-13 thru LD-17 LANDSCAPE PLAN (EASTBOUND)
LD-18 thru LD-21 LANDSCAPE PLAN (WESTBOUND)
LD-22 PLAN LAYOUT (GADSDEN)

LD-23 thru LD-30 LANDSCAPE PLAN (EASTBOUND)
LD-31 thru LD-33 LANDSCAPE PLAN (WESTBOUND)

LD-34 PLAN LAYOUT (HOLMES)
LD-35 thru LD-39 LANDSCAPE PLAN
LD-40 thru LD-45 LANDSCAPE DETAILS
LD-46 CONTINUING MAINTENANCE PLAN

LIST OF REVISED INDEX DRAWINGS

SHEET NO. SHEET DESCRIPTION

GOVERNING STANDARDS AND SPECIFICATIONS:
Florida Department of Transportation, 2074
Design Standards and revised Index Drawings
as appended herein, and 2074 Standard
Specifications for Road and Bridge Construction,
as amended by Contract Documents

For Design Standards click on the "Design
Standards" link at the following web site:
http://www.dot.state.fl.us/rddesign/

For the Standard Specifications for Road and
Bridge Construction click on the "Specifications"
link at the following web site:

http://www.dot.state.fl.us/specificationsoffice/

REVISIONS
FINANCIAL PROJECT ID: 433470-1-52-01

A LANDSCAPE SHEET LD-3 (REVISED 02-07-14)

A LANDSCAPE SHEET LD-10, LD-11 (REVISED 02-13-14)

CONSTRUCTION CONTRACT NO. E3MO7

STATE OF FLORIDA —
DEPARTMENT OF TRANSPORTATION

Project Location
(Holmes County)

CONTRACT PLANS

FINANCIAL PROJECT ID 433470-1-52-01 (Jackson County)
GADSDEN, HOLMES, JACKSON COUNTY (50001, 52002, 53002)

(Gadsden County)

STATE ROAD NO. 8 (1-10)

LANDS CAPE PLANS

LANDSCAPE PLANS SHOP DRAWINGS
TO BE SUBMITTED TO:

JAMES S. GILMAN, R.L.A. 1628

GGI, LLC dba GENESIS GROUP

2507 CALLAWAY ROAD, SUITE 100
TALLAHASSEE, FLORIDA 32303
CERTIFICATE OF AUTHORIZATION LC26000202

PLANS PREPARED BY:

JAMES S. GILMAN, R.L.A. 1628

GGI, LLC dba GENESIS GROUP

2507 CALLAWAY ROAD, SUITE 100
TALLAHASSEE, FLORIDA 32303
CERTIFICATE OF AUTHORIZATION LC26000202
VENDOR NUMBER 59-3453881
CONTRACT NUMBER C-9747

NOTE: THE SCALE OF THESE PLANS MAY
HAVE CHANGED DUE TO REPRODUCTION.

PROJECT LENGTH 7S BASED ON ¢ OF CONSTRUCTION

LENGTH OF PROJECT —
L[NEAR FEET M[LES DATE DESCRIPTION

- — LANDSCAPE PLANS

g Z/;Jgg‘y? ; 97 085084 ; ‘Z-;z p— LANDSCAPE ARCHITECT
] ] p— OF RECORD: JAMES 5. GILMAN, R.LA.
NET LENGTH OF PROJECT 9783.84 1.853 — RLA NO.. 1628
EXCEPTIONS 0.00 0.000 —
GROSS LENGTH OF PROJECT 9783.84 1.853 FYlif\éL SHNIZET
FDOT PROJECT MANAGER: GARRETT MARTIN, P.E. / ATKINS, (850) 260-3217 ‘

SR 8 (1-10) Rest Areas Landscaping /n GADSDEN, HOLMES and JACKSON Counties 14 LD-1

Inmh Cuire /1579014 4.21.99 N ENFAFNTEANCAPN 122470180 IN Iandcrn\ ¥EVEINNT DN duin

NOTICE: THE OFFICIAL RECORD OF THIS SHEET IS THE ELECTRONIC FILE SIGNED AND SEALED UNDER RULE 61G10-11.011, F.A.C.



GENERAL NOTES

1

17.

CONTRACTOR SHALL INSTALL PLANT MATERIAL AS INDICATED ON THE PLANS AND IN ACCORDANCE WITH FDOT STANDARD SPECIFICATION
SECTION 580 DATED 2014 UNLESS OTHERWISE SPECIFIED IN THESE PLANS,

ALL PLANT MATERIAL SHALL BE INSPECTED AND APPROVED BY THE LANDSCAPE ARCHITECT AT THE GROWING SITE, NURSERY OR HANDLING
AREA DESIGNATED FOR THE PROJECT SITE. PLANT GRADES SHALL CONFORM WITH SECTION 580.

TREES UP TO 65 GALLONS SHALL BE STAKED WITH AN UNDERGROUND STAKING SYSTEM USING TWO (2) 2x6” WOOD BOARDS PLACED OVER THE
ROOTBALL ON EITHER SIDE OF THE TRUNK, SECURED IN PLACE WITH %" WOVEN POLYESTER STRAPPING (1,800 LB TENSILE STRENGTH), AND FOUR (4)
HEAVY DUTY ARROWHEAD ANCHORS INSTALLED INTO UNDISTURBED SOIL AT 45 DEGREE ANGLE, SEE DETAILS.

TREES OVER 65 GALLONS SHALL BE STAKED WITH AN UNDERGROUND STAKING SYSTEM USING FOUR (4) 2x6” WOOD BOARDS PLACED OVER THE ROOTBALL ON
EITHER SIDE OF THE TRUNK, SECURED IN PLACE WITH %" WOVEN POLYESTER STRAPPING (1,800 LB TENSILE STRENGTH), AND EIGHT (8) HEAVY DUTY
ARROWHEAD ANCHORS INSTALLED INTO UNDISTURBED SOIL AT 45 DEGREE ANGLE, SEE DETAILS.

15 GALLON DOGWOOD, FRINGE TREE, AND REDBUD PLANTED WITHIN THE CANOPY OF EXISTING TREES SHALL BE STAKED USING WOODEN STAKES PAINTED 18
WHITE FOR EASE OF VISIBILITY DURING THE ESTABLISHMENT PERIOD, SEE DETAILS.

PALMS SHALL BE STAKED AND BRACED PER DETAILS PROVIDED. 19

FERTILIZER FOR TREES, PALMS, SHRUBS, GROUNDCOVERS AND FOR GRASSING AND SOD AREAS SHALL BE 100% CONTROLLED RELEASE FERTILIZER
WITH A 8-2-12 (8N-2P,05-12Kz0+4MG>, AND CONTAINING TRACE ELEMENTS S, B, CU, FE, MN, AND ZN., FERTILIZER GRANULES SHALL BE
COMPOSED OF DRY NUTRIENTS ENCAPSULATED IN MULTIPLE LAYERS OF POLYMERIC RESIN. INCORPORATE FERTILIZER INTO PLANTING SOILS AND
BACKFILL.

SOURCE FOR N SHALL BE RESIN-COATED UREA OR RESIN COATED AMMONIUM SALTS,
MN, ZN AND CU SHALL BE SULFATE FORMS. FE SHALL BE GRANULAR CHELATED IRON.

APPLICATION RATES SHALL BE AS FOLLOWS:

10 0Z. PER EA. 1 GALLON CONTAINER 3.0 0Z. PER EA. 3 GALLON CONTAINER 6.0 0Z. PER EA. 7 GALLON CONTAINER
9.0 0Z. PER EA. 1S GALLON CONTAINER 20.0 0Z. PER EA. 30 GALLON CONTAINER 445 0OZ. PER EA. 65 GALLON CONTAINER
69.0 0Z. PER EA. 100 GALLON CONTAINER 44,5 0Z PER EA. PALM FOR GRASSING AND SOD AREAS: APPLY 6#/1000SF.

UNLESS SPECIFIED, FIELD GROWN TREES MAY BE USED ONLY IF EXPRESS WRITTEN PERMISSION IS GRANTED FROM THE PROJECT ENGINEER AND
LANDSCAPE ARCHITECT. FIELD GROWN TREES MUST BE TAGGED AND CERTIFIED “ROOTS PLUS GROWERS’

CONTAINER GROWN PLANTS: A MINIMUM OF 80% OF THE CONTAINER ROOT BALL MUST BE BOUND BY THE ROOT SYSTEM. ENCIRCLING OR “RING”
ROOTS ARE PROHIBITED.

4, THE CONTRACTOR SHALL NOTIFY THE ENGINEER AND LANDSCAPE ARCHITECT AT A MINIMUM OF 7 BUSINESS DAYS PRIOR TO DELIVERY OF TREES
AND SHRUBS SO THAT A REPRESENTATIVE MAY BE PRESENT TO VERIFY PLANT MATERIALS MEET FLORIDA NO. 1 STANDARDS. AFTER INITIAL
ACCEPTANCE, THE CONTRACTOR IS RESPONSIBLE FOR THE HEALTH AND MAINTENANCE OF ALL PLANTS DURING THE ESTABLISHMENT PERIOD. 20. THE ROOT FLARE OF ALL TREES SHALL REMAIN 1” ABOVE GRADE FOLLOWING FINAL GRADING, SODDING AND SETTLING OF PLANTING BACKFILL.
MAINTENANCE SHALL INCLUDE BUT IS NOT LIMITED TO REPLACEMENT, PRUNING, WATERING, FERTILIZATION AND PEST MANAGEMENT. ALL PLANT
MATERIAL SHALL BE MAINTAINED TO THE ORIGINAL STANDARDS.
21, CONTRACTOR SHALL SUBMIT A MAINTENANCE OF TRAFFIC PLAN TO THE ENGINEER FOR REVIEW AND APPROVAL PRIOR TO CONSTRUCTION., FDOT
5. NO SUBSTITUTIONS OF SPECIFIED PLANT MATERIALS WILL BE PERMITTED UNLESS SPECIFIED BY THE ENGINEER AND LANDSCAPE ARCHITECT. MO.T. RULES SHALL BE STRICTLY ADHERED TO THROUGHOUT CONSTRUCTION.
6. THE CONTRACTOR SHALL LAY OUT THE PROPOSED DESIGN FOR APPROVAL BY THE ENGINEER AND LANDSCAPE ARCHITECT. FLAG LOCATIONS FOR 22. WORK ZONE TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH STANDARD INDEX 600, 601 AND 602. LANE CLOSURES ARE PROHIBITED UNLESS
ALL PLANT MATERIAL PRIOR TO INSTALLATION. NOTIFY THE ENGINEER AND LANDSCAPE ARCHITECT A MINIMUM OF 7 BUSINESS DAYS IN EXPRESS WRITTEN PERMISSION IS GRANTED BY THE PROJECT ENGINEER. WORK OPERATIONS ALONG I-10 IS PROHIBITED UNLESS EXPRESS
ADVANCE OF PROPOSED FLAGGING INSPECTION DATE. THE ENGINEER AND THE LANDSCAPE ARCHITECT WILL REVIEW AND APPROVE FINAL WRITTEN PERMISSION IS GRANTED BY THE PROJECT ENGINEER
PLANT LOCATIONS TO ENSURE NO CONFLICT WITH UTILITIES OR OTHER OBSTRUCTIONS. NO PLANTS WILL BE INSTALLED WITHOUT THE
ENGINEER AND LANDSCAPE ARCHITECT’S APPROVAL. IF ANY CHANGES ARE PROPOSED TO THE DESIGN (PLANT TYPES, SIZE, LOCATION OR
SPACING, PLANT ARRANGEMENTS, BEDLINE DESIGN, ETC> THE ENGINEER AND LANDSCAPE ARCHITECT SHALL BE CONTACTED. NO CHANGES WILL 23, NO PROJECT INFORMATION SIGNS ARE REQUIRED FOR PROJECTS LESS THAN 90 DAYS DURATION,
BE MADE WITHOUT THE ENGINEER AND LANDSCAPE ARCHITECT'S APPROVAL.
7. LANDSCAPE MATERIAL AND ASSOCIATED DEVICES SHALL BE ADJUSTED IN THE FIELD TO AVOID CONFLICTS WITH ANY PROPOSED OR EXISTING A
TO REMAIN UTILITY STRUCTURES, DRAINAGE STRUCTURES, DITCHES, UNDERDRAINS, DITCH BLOCK, STORM WATER MANAGEMENT FACILITIES,
DRAINAGE DISCHARGE PATHS, TRAFFIC SIGNAGE, LIMITS OF CLEAR SIGHT, CLEAR ZONE, LIGHTING AND THEIR APPURTENANCES. THE CONTRACTOR 25. IN AREAS DESIGNATED ON PLANS, EXISTING DAYLILY SHALL BE DUG AND CLUMPS DIVIDED INTO TWO. TRIM DEAD OR YELLOWING LEAVES AND
SHALL NOT KNOWINGLY PLACE THE PROPOSED IMPROVEMENTS IF A CONFLICT EXISTS. ANY COSTS TO REMOVE AND/OR REPAIR AND/OR SPENT FLOWER STALKS. REPLANT ON 24“ SPACING FLUSH WITH SOIL SURFACE <DO NOT ALTER DEPTH OF PLANTING).
RELOCATE WORK PLACED THAT HAS NOT BEEN APPROVED BY THE ENGINEER AND LANDSCAPE ARCHITECT SHALL BE AT THE CONTRACTOR'S
EXPENSE.
26. CONEFLOWER AND COREDOPSIS SHALL BE PLANTED AMONG DAYLILIES. USE RANDOM SPACING, AND SPREAD THROUGHOUT BEDS.
8. CONTRACTOR SHALL PROTECT EXISTING VEGETATION TO REMAIN. IN AREAS WHERE PARTIAL REMOVAL OF PLANTS WITHIN A LANDSCAPE BED IS
SPECIFIED, FLAG THE LINE BETWEEN PLANTS PRESERVED AND PLANTS REMOVED., ENGINEER AND LANDSCAPE ARCHITECT SHALL REVIEW, : :
T N 27. COONTIE, DAYLILY, AND MUHLY GRASS SHALL BE INTERPLANTED IN INFORMAL PLANTING LAYOUTS, SEE DETAILS
9. CLEARING AND VEGETATION REMOVAL WITHIN 15 FT. OF TREES TO REMAIN SHALL BE PERFORMED BY HAND. ANY DISTURBED ROOTS SHALL BE 28. CONTRACTOR SHALL PROVIDE SHOP DRAWINGS FOR EACH ITEM SPECIFIED IN THESE PLANS,
SEVERED USING CLEAN, SHARP TOOLS. VEGETATION NOT SPECIFICALLY DESIGNATED TO BE REMOVED SHALL BE PROTECTED., CONTRACTOR
SHALL EXERCISE DUE CARE TO PROTECT EXISTING TREES, PALMS, SHRUBS AND GROUNDCOVERS. ANY MATERIAL DAMAGED DURING THE WORK PLANTING AREA PREPARATION
SHALL BE REPLACED WITH MATERIAL OF LIKE SPECIES AND SIZE, MEETING STATED MINIMUM SPECIFICATIONS/QUALITY STANDARDS.
1. PLANTING AREA PREPARATION SHALL OCCUR AS FOLLOWS:
10, THE CONTRACTOR SHALL RESTRICT PERSONNEL, THE USE OF EQUIPMENT AND THE STORAGE OF MATERIALS TO AREAS WITHIN THE LIMITS OF A FOR INDIVIDUAL TREES AND PALMS PROPOSED WITHIN EXISTING TURF AREAS, SOD SHALL BE THOROUGHLY REMOVED PRIOR TO THE PLANTING AND
CONSTRUCTION AS DESCRIBED IN THE PLANS. ANY OFF-SITE STORAGE AREA WILL REQUIRE PRIOR REVIEW BY THE FDOT DEMO STAFF. THE BACKFILL PROCESS, ALL INDIVIDUAL TREE/PALM PITS SHALL RECEIVE MULCH AFTER PLANTING
CONTRACTOR WILL SUBMIT A REQUEST FOR USE OF OFF-SITE AREAS TO AMANDA MARSHALL, FDOT, P.O. BOX 607, CHIPLEY, FL, 32428-0607. ) :
B. EXISTING SHRUB/GROUNDCOVER/ORNAMENTAL GRASS AREAS DESIGNATED FOR REMOVAL SHALL BE THOROUGHLY CLEARED AND GRUBBED TO REMOVE
11, EXISTING VEGETATION TO REMAIN SHALL REMAIN UNDISTURBED. DO NOT STORE EQUIPMENT OR MATERIALS IN THESE AREAS. PLANTS, EXISTING ROOT SYSTEMS AND DEBRIS. ADJACENT PLANT MATERIAL TO REMAIN SHALL BE PROTECTED. CLEAN, SIEVED, NATIVE TOPSOIL
SHALL BE ADDED AS REQUIRED TO RE-ESTABLISH FINISHED PRE-MULCHING GRADE.
12, CONTRACTOR SHALL NOT CAUSE CONDITIONS OF EROSION AT ANY TIME DURING CONSTRUCTION., EROSION CONTROL TO BE REALIZED PER C. PRE-EMERGENT HERBICIDE SHALL BE APPLIED TO ALL MULCHED PLANTING IN BEDS AND INDIVIDUAL MULCH RINGS. THE HERBICIDE ACTIVE
STANDARD SPECIFICATION 104 AT THE DIRECTION OF THE PROJECT ENGINEER. INGREDIENTS SHALL BE SUITABLE FOR CONTROL OF ANNUAL AND PERENNIAL BROADLEAF WEEDS AND GRASSES. THE HERBICIDE SHALL BE APPLIED
BY HAND. MANUFACTURER RECOMMENDATIONS FOR APPLICATION METHOD, TIMING AND APPLICATION RATE SHALL BE STRICTLY ADHERED TO.
13, CONTRACTOR SHALL NOTIFY THE ENGINEER AND LANDSCAPE ARCHITECT IMMEDIATELY OF ANY UNFORESEEN SITE CONDITIONS (COMPACTED P
SOIL/SUBGRADE, POOR DRAINAGE, UTILITY CONFLICTS, ETC) PRIOR TO PROCEEDING WITH LANDSCAPE INSTALLATION. THE ENGINEER AND D. SOD TO_BE REMOVED SHALL BE CLEARED 4ND GRUBBED TO A MINIMUM DEFTH OF 47 WHERE ASPHALT IS PRESENT, REMOVE MISCELLANEOUS
ASPHALT AS NEEDED. ADD SIEVED NATIVE TOPSOIL TO A MINIMUM DEPTH OF 24 REGRADE TO ESTABLISH FINISH GRADE 2‘ BELOW TOP OF
LANDSCAPE ARCHITECT SHALL DIRECT THE CONTRACTOR ON PLANT RELOCATION OR OTHER ACTION. ADJACENT SIDEWALK PRIOR TO SODDING, WITH MAXIMUM SLOPE NOT TO EXCEED 107
14, CONTRACTOR SHALL COLLECT SOIL SAMPLES AT A MINIMUM OF 12 SITES AT EACH REST AREA. SUBMIT PROPOSED LOCATIONS TO THE ENGINEER
AND LANDSCAPE ARCHITECT FOR REVIEW. UPON ENGINEER AND LANDSCAPE ARCHITECT APPROVAL, CONTRACTOR SHALL COLLECT SAMPLES AND 2. PLANTING BACKFILL MIXTURE SHALL CONSIST OF EQUAL PARTS COARSE SAND AND “BLENDED SOIL’ OR EQUAL, SUBJECT TO ENGINEER AND
SUBMIT TO AN APPROVED AGRONOMIC SOILS TESTING LABORATORY. SAMPLES SHALL BE TESTED FOR, AT A MINIMUM, PH, NPK, ORGANIC LANDSCAPE ARCHITECT’S APPROVAL. MIX THOROUGHLY WITH EXISTING SOIL TO THE FOLLOWING SCHEDULE:
CONTENT, TEXTURE AND SOLUBLE SALTS. RESULTS AND RECOMMENDATIONS SHALL BE SUBMITTED TO THE ENGINEER AND LANDSCAPE ARCHITECT. 1 GALLON: 0.5 C.F. COARSE SAND AND 05 C.F. “BLENDED SOIL” 3 GALLONT 1 CF. COARSE SAND AND 1 CF. “BLENDED SAIL*
IT IS THE CONTRACTOR’S RESPONSIBILITY TO REVIEW ANALYSES/RECOMMENDATIONS AND DETERMINE WHETHER AMENDMENTS ARE REQUIRED, AS , ’ ; ,
PART OF THE CONTRACTOR’S OVERALL RESPONSIBILITY TO ENSURE LONG TERM HEALTH AND VIABILITY OF PLANT MATERIAL. 7 GALLON: - 15 CF. COARSE SAND AND 1.5 CF. “BLENDED SOIL 15 GALLON: & CF. COARSE SAND AND 2 CF. “BLENDED SOIL
30 GALLON: 3.5 CF. COARSE SAND AND 3.5 C.F. “BLENDED SOIL” 65 GALLON: 7 CF. COARSE SAND AND 7 CF. “BLENDED SOIL”
15. ANY TURF AREAS DESIGNATED ON THE PLANS OR DISTURBED/DAMAGED DURING CONSTRUCTION ACTIVITIES SHALL BE RESTORED BY THE 100 GALLON: 10 CF. COARSE SAND AND 10 C.F. “BLENDED SOIL” PALMS SHALL BE PLANTED IN NATIVE SOIL
CONTRACTOR. SOD TYPE SHALL BE PER PLAN. EXISTING AREAS WHERE TREES ARE REMOVED AND OTHER DISTURBED AREAS SHALL BE SODDED . .
TO MATCH EXISTING. FINISHED SODDED GRADE SHALL BE FLUSH WITH ADJACENT HARDSCAPE/MULCH/TURF. COST OF SOD SHALL BE INCLUDED IN REFER TO DETAILS FOR MINIMUM PLANTING PIT DIMENSIONS. REFER TO PAY ITEM NOTES FOR “BLENDED SOIL* COMPOSITION.
THE LUMP SUM COST OF THE PROJECT. SEE PLANTING AREA PREPARATION NOTES.
PAY ITEM NOTES
16, THIS SCHEDULE FOR WATER FOR PLANT ESTABLISHMENT IS PROVIDED FOR RECOMMENDATION ONLY. IT IS THE CONTRACTOR’S RESPONSIBILITY 1. ENDENDOMYCORRHIZAL INOCULANT FOR PLANTING PITS
TO PROVIDE SUFFICIENT WATER TO ENSURE PROPER ESTABLISHMENT AND VIGOR OF PLANT MATERIAL. SOIL INOCULANT SHALL BE UTILIZED AND APPLIED PER MANUFACTURER RECOMMENDATIONS TO EACH PLANTING PIT. COST SHALL BE INCLUDED IN LUMP
SUM PROJECT COST.
TREES: AT EACH IRRIGATION APPLY 10 GALLONS PER INCH OF TRUNK CALIPER TO THE ROOT BALL. APPLY IN A MANNER THAT WILL ALLOW ALL WATER
TO SOAK INTO THE ROOT BALL. DO NOT WATER IF ROOT BALL IS WET OR SATURATED ON THE IRRIGATION DAY. FOR TREES, SHRUBS, AND GROUNDCOVERS: THE INOCULANT SHALL BE SLOW RELEASE AND CONTAIN BOTH ENDO AND ECTOMYCORRHIZAL INOCULANTS
COMBINED WITH HUMIC ACIDS, TRICHODERMA, STIMULANTS, BENEFICIAL BACTERIA, SOLUBLE SEA KELP, YUCCA PLANT EXTRACTS, AND A WATER
PALMS: APPLY 30 GALLONS PER PALM PER APPLICATION TO THE ROOT BALL. APPLY IN A MANNER THAT WILL ALLOW ALL WATER TO SOAK INTO THE RETENTION GEL, AS LISTED BELOW:
ROOT BALL. DO NOT WATER IF ROOT BALL IS WET OR SATURATED ON THE IRRIGATION DAY. o. ENDOMYCORRHIZAL FUNGI (MINIMUM 12,5 PROPAGULES PER CUBIC CENTIMETER GLOMUS MOSSEAE (2>, GLOMUS INTRARADICES (25, GLOMUS
FASCICULATUM (2>, GLOMUS DUSSII (2>, GLOMUS CLARUM (2>, GLOMUS DESERTICOLA (1.25), GLOMUS MICROAGGREGATUM (1.25).)
SHRUBS AND GROUNDCOVER: AT EACH IRRIGATION APPLY WATER TO WET THE ENTIRE DEPTH OF ROOT BALL. DO NOT WATER IF ROOT BALL IS WET OR b. ECTOMYCORRHIZAL FUNGI (MINIMUM 180,400 CFU‘S PER CC TO INCLUDE: PISOLITHUS TINCTORIUS (155,400), RHIZOPOGON (25,0000,
SATURATED ON THE IRRIGATION DAY. c. NITROGEN FIXING, PHOSPHATE SOLUBILIZING AND GROWTH PROMOTING ORGANISMS (1,080,000 CFU’S PER CC GENUS BACILLUS: B. MEGATERIUM, B.
SUBTILLA, B. AMYLOLIQUEFACIENS, B. AZOTOFORMANS, B. LICHENIFORMIS, B. PUMULUS, B. FIRMUS, B. GENUS PSUEDOMONAS: P. PUTIDA, P.
SOD: SOAK THOROUGHLY TO 3 BELOW DEPTH OF ROOT ZONE. DO NOT WATER IF ROOT ZONE IS WET OR SATURATED ON IRRIGATION DAY. FLUORESCENCE, P. AUREDFACEANS, P. DURUM. GENUS STREPTOMYCES: S. LYDICUS, S. GRISEUS, S. COELICOLOR)
d. TRICHODERMA (72,600 CFU’S PER CC GENUS TRICHODERMA: TRICHODERMA HAMATUM, TRICHODERMA HARZIANUM, TRICHODERMA VIRIDE, TRICHODERMA
MINIMUM WATERING RECOMMENDATIONS: REESEL>
SIZE OF NURSERY STOCK: IRRIGATION FOR GROWTH AND VIGOR e. SEA KELP EXTRACT (10% ASCOPHYLLUM NODOSUM); YUCCA PLANT EXTRACT (4% YUCCA SCHIDIGERAY; HUMIC ACIDS (21% DERIVED FROM
< 2 INCH CALIPER DAILY FOR 2 WEEKS; EVERY OTHER DAY FOR 2 MONTHS; WEEKLY UNTIL ESTABLISHED LEONARDITED
2-4 INCH CALIPER DAILY FOR 1 MONTH; EVERY OTHER DAY FOR 3 MONTHS; WEEKLY UNTIL ESTABLISHED £, WATER RETENTION GEL, MINIMUM 29% (PARTICLE SIZE 08 mm TO 2.0 mm; PERCENT SOLUBLE LESS THAN 0.05%; ABSORPTION RATE 300-400 TIMES
> 4 INCH CALIPER DAILY FOR 6 WEEKS; EVERY OTHER DAY FOR 5 MONTHS; WEEKLY UNTIL ESTABLISHED IN DISTILLED WATER>; ROOT PROMOTING VITAMINS (B, B2, B3, B6, B7, Bi2, C, K, BIOTIN, FULVIC ACID).
0D DAILY FOR 1 WEEK; EVERY OTHER DAY FOR 2 WEEKS; 2X PER WEEK FOR 2 WEEKS
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PAY ITEM NOTES (CONTINUEDD

B. FOR PALMS: ALL OF THE ABOVE REQUIREMENTS. IN ADDITION, THE FOLLOWING NUTRIENT
ANALYSIS SHALL BE PROVIDED:
TOTAL NITROGEN <N); 3%

1.347 OTHER WATER SOLUBLE NITROGEN AND/OR UREA NITROGEN; 211%Z WATER SOLUBLE
NITROGEN; 2.60% WATER INSOLUBLE NITROGEN

AVAILABLE PHOSPHATE <P205)>; 1%
SOLUBLE POTASH <K20); 3%

TOTAL MAGNESIUM (Mg); 2%

2.50% WATER SOLUBLE MAGNESIUM (Mg>
TOTAL MANGANESE (Mn);

47 4.00% WATER SOLUBLE MANGANESE (Mnd>
TOTAL ZINC; 1.5%

1.57% WATER SOLUBLE ZINC (Zn>

TOTAL IRON; 1%

2.57% SOLUBLE IRON AS (Fe)

“BLENDED SOIL” SHALL CONSIST OF: 1/3 MUSHROOM COMPOST OR PEAT. 1/3 COMMERCIALLY
PROCESSED AND COMPOSTED COW MANURE AND 1/3 COMPOSTED BARK. REPRESENTATIVE SAMPLES
WITH DOCUMENTATION OF COMPOSITION BY MANUFACTURER SHALL BE PROVIDED TO ENGINEER AND
LANDSCAPE ARCHITECT BY THE CONTRACTOR FOR REVIEW AND APPROVAL PRIOR TO DELIVERY OF
PRODUCT TO SITE.

MULCHING SHALL BE PINE STRAW MULCH, FULL LENGTH, FRESHLY BALED, GRADE 1, 3 DEPTH
AFTER SETTLING. MULCH SHALL BE UNIFORMLY SPREAD OVER ALL NEW AND RECONFIGURED
PLANTING BEDS, AND OVER THE FULL DIAMETER OF EACH TREE/PALM PLANTING PIT. EXISTING
PLANT BEDS AND TREE RINGS WITHIN THE ESTABLISHMENT PERIOD MAINTENANCE PLAN LIMITS
(SEE SHEETS LD-43 THRU LD-45> SHALL BE TOP DRESSED WITH PINE STRAW FOR UNIFORM
APPEARANCE., MULCH SHALL NOT BE PLACED AGAINST TRUNKS OR STEMS OF PLANTS.

TOP SOIL FOR SODDED AREAS SHALL BE SIEVED NATIVE TOPSOIL, FREE OF ROCKS AND DEBRIS.
CONTRACTOR SHALL SUBMIT SOIL ANALYSIS RESULTS FROM AN APPROVED AGRONOMIC SOILS
TESTING LABORATORY FOR A MINIMUM OF pH, ORGANIC CONTENT AND SOLUBLE SALTS WITH A
STATEMENT OF SUITABILITY FOR CENTIPEDE SOD GROWTH,

UTILITY OWNERS (JACKSON COUNTY)
CONTACT PERSON

COMPANY CONTACT NUMBER

SDT FOR AT&T GARY BAGGETT 813-888-8300 (>

813-351-0339 (>
850-499-1444

CENTURYLINK BILL MCCLOUD

WEST FLORIDA ELECTRIC CO-0P KEITH VARNUM 850-263-3213

I.CA. TODD BARFIELD 850-415-1239
850-527-6225

UTILITY OWNERS (GADSDEN COUNTY)
COMPANY CONTACT PERSON CONTACT NUMBER

SDT FOR AT&T GARY BAGGETT 813-888-8300 (>

813-351-0339 (>

850-621-7651
850-408-5128

TALQUIN ELECTRIC COOP., INC. KEVIN WHYTE

I.CA. TODD BARFIELD 850-415-1239
850-527-6225

UTILITY OWNERS (HOLMES COUNTY)
COMPANY CONTACT PERSON CONTACT NUMBER

SDT FOR AT&T GARY BAGGETT 813-888-8300 (>

813-351-0339 (>

UTILITY NOTES

1. THE LOCATIONCS)> OF THE UTILITIES SHOWN IN THE PLANS (INCLUDING THOSE DESIGNED Vv, Vh,
AND Vvh) ARE BASED ON LIMITED INVESTIGATION TECHNIQUES AND SHOULD BE CONSIDERED
APPROXIMATE. THE VERIFIED LOCATIONS/ELEVATIONS APPLY ONLY AT THE POINTS SHOWN.
INTERPOLATIONS BETWEEN THESE POINTS HAVE NOT BEEN VERIFIED.

2. THE CONTRACTOR SHALL NOTIFY ALL UTILITIES A MINIMUM OF TwO BUSINESS DAYS PRIOR TO
DEMOLITION AND/OR EXCAVATION, CALL “SUNSHINE STATE ONE CALL SYSTEM” TEL # 811 OR
1-800-432-4770 SO THAT UNDERGROUND UTILITIES MAY BE FIELD LOCATED.

3. FDOT AREA UTILITY COORDINATOR:
JONATHAN HARRIS, (850> 330-1479 (HOLMES & JACKSON COUNTIES)
TRACI ADKISON (850> 575-1800 (GADSDEN COUNTY)

4, A UTILITY REPRESENTATIVE SHALL BE PRESENT IF LANDSCAPING REQUIRES ANY EXCAVATIONS
GREATER THAN 36”.

S. THE CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANIES DURING CONSTRUCTION. NO
UTILITY IS TO BE RELOCATED. PLANTING SHALL BE ADJUSTED HORIZONTALLY, AT THE DIRECTION
OF THE ENGINEER AND LANDSCAPE ARCHITECT, TO NEGATE ANY UTILITY CONFLICTS.

PLANT MATERIAL SET-BACK REQUIREMENTS
(TO CENTER OF PLANT)

30 FT. OVERHEAD UTILITY LINE SETBACK FOR LARGE TREES.

36 FT. FROM MAINLINE - EDGE OF TRAVEL LANE, I-10.

10-24 FT. FROM RAMPS - EDGE OF TRAVEL LANE, AS SHOWN ON PLANS
10 FT. FROM UNDERGROUND UTILITIES TO TREES.

10 FT. FROM RETAINING WALLS TO TREES.

10 FT. FROM DITCH PAVEMENT TO TREES

ESTABLISHMENT PERIOD MAINTENANCE PLAN

STANDARD SPECIFICATION 580 SHALL GOVERN ESTABLISHMENT PERIOD OPERATIONS EXCEPT AS
SUPERCEDED HEREIN.

THE FOLLOWING OPERATIONS SHALL BE PERFORMED BY THE CONTRACTOR DURING THE ESTABLISHMENT
PERIOD. CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR THE PROPER MAINTENANCE, SURVIVAL AND
CONDITION OF ALL NEWLY INSTALLED LANDSCAPE ITEMS UNDER THIS CONTRACT WITHIN THE
HIGHLIGHTED AREAS DEPICTED ON SHEETS LD-43 THRU LD-45 AFTER THE ACCEPTANCE OF ALL WORK
UNDER THE CONTRACT. FOLLOWING IS AN OUTLINE OF ACTIVITIES THAT STATE STANDARD MINIMUM
MAINTENANCE ACTIVITIES.

THE CONTRACTOR SHALL REQUEST AN ESTABLISHMENT PERIOD INSPECTION QUARTERLY AND AT THE
END OF EACH YEAR OF THE ESTABLISHMENT PERIOD. A REPRESENTATIVE FROM THE AGENCY
RESPONSIBLE FOR MAINTENANCE SHALL BE IN ATTENDANCE AT THE ESTABLISHMENT PERIOD
INSPECTION,

COST OF ESTABLISHMENT PERIOD ACTIVITIES/MATERIALS ARE INCLUDED IN THE LUMP SUM COST OF
THE PROJECT AND SHALL BE INCLUDED WITHIN THE CONTRACTOR TOTAL LUMP SUM BID.

1. MOWING

MOWING OF NEWLY INSTALLED SOD SHALL BE PERFORMED THROUGHOUT THE ESTABLISHMENT
PERIOD. MOWING SHALL BE PERFORMED WEEKLY AT A MINIMUM APRIL THROUGH SEPTEMBER, AND
MONTHLY OCTOBER THROUGH MARCH. FOR CENTIPEDE TURF, MOW TO A HEIGHT OF 1%* WHEN
TURF HEIGHT REACHES 2”.

2. FERTILIZER

APPLY TwO (2> TIMES PER YEAR DURING THE ESTABLISHMENT PERIOD. SEE GENERAL NOTES FOR
APPLICATION RATES. APPLY MARCH AND SEPTEMBER OR AS DIRECTED BY THE ENGINEER AND
LANDSCAPE ARCHITECT.

3. EDGING

EDGING SHALL BE DONE ON A REGULAR BASIS, A MINIMUM OF 9 TIMES PER YEAR, TO COINCIDE
WITH THE MAINTENANCE SCHEDULE. PERIMETER LAWN AREAS WHERE NEWLY INSTALLED TURF
ABUTS SIDEWALKS, WALKWAYS, CURBING, AND LANDSCAPE BEDS. THESE AREAS SHALL BE EDGED
WITH A MECHANICAL EDGER. CARE SHALL BE TAKEN NOT TO SCAR CONCRETE OR OTHER
HARDSCAPE SURFACES WITH EDGING EQUIPMENT. NEWLY INSTALLED PLANT BEDS AND TREE/PALM
RINGS SHALL BE KEPT CLEAN AND WELL DEFINED IN ORDER TO PREVENT ENCROACHMENT BY
LAWN GRASSES. SIDEWALK EXPANSION JOINTS, CURBS, AND PAVEMENT EDGES SHALL BE KEPT

4,

S.

6.

10.

11.

12,

FREE OF WEEDS BY THE SPRAYING OF FDOT APPROVED HERBICIDES.

WEEDING

WEEDING OF ALL NEWLY INSTALLED LANDSCAPED BEDS, TREE/PALM PITS SHALL BE DONE ON A

ROUTINE BASIS. WEEDS SHALL BE IMMEDIATELY REMOVED FROM PLANTING AREAS. WEED REMOVAL

SHALL BE DONE MANUALLY (HAND PULLING> AND HERBICIDES MAY BE UTILIZED IN PROBLEM

AREAS. APPLICATION OF HERBICIDES SHALL BE DONE WITH EXTREME CAUTION TO PREVENT

POTENTIAL DAMAGE TO LANDSCAPE. A MINIMUM OF 3 PRE-EMERGENT HERBICIDE APPLICATIONS

PER YEAR WILL BE REQUIRED.

HERBICIDE/PESTICIDE

A ALL PERSONNEL INVOLVED IN THE CHEMICAL PROGRAM ARE TO RECEIVE PROPER TRAINING
AND FOLLOW THE OPERATING GUIDELINES PROVIDED BY THE FDOT FOR CHEMICAL CONTROL.
CONTACT THE LOCAL COUNTY AGRICULTURAL EXTENSION SERVICE FOR ADDITIONAL
INFORMATION REGARDING HERBICIDE, PESTICIDE AND REQUIRED LICENSES.

B. ANY INVASIVE, EXOTIC SPECIES (PER FLORIDA EXOTIC PEST PLANT COUNCIL CAT. 1 & 2
LISTS> FOUND DURING THE ESTABLISHMENT PERIOD SHALL BE REMOVED.

C. PROVIDE PLANT MATERIAL INSECT AND DISEASE CONTROL INSPECTIONS CONTINUALLY DURING
THE ESTABLISHMENT PERIOD AND TREAT AS NECESSARY.

PRUNING

PLANT PRUNING (HAND PRUNING, NOT SHEARING) SHALL BE THE PRIMARY METHOD OF SHAPE AND
SIZE CONTROL AND SHALL BE ACCOMPLISHED UNDER THE SUPERVISION OF AN INTERNATIONAL
SOCIETY OF ARBORICULTURE (ISA> CERTIFIED ARBORIST WITH A MINIMUM 5 YEARS EXPERIENCE
ON SIMILAR PROJECTS TO ENSURE THIS FUNCTION IS IN ACCORDANCE WITH RECOMMENDED
HORTICULTURAL PRACTICES. SUBMIT ARBORIST CREDENTIALS FOR REVIEW AND APPROVAL PRIOR
TO COMMENCEMENT OF CONSTRUCTION.

PALMS SHALL BE PRUNED ONCE ANNUALLY IN NOVEMBER OR DECEMBER AND AS NEEDED TO
MAINTAIN GOOD APPEARANCE. REMOVE FRONDS THAT SHOW YELLOWING/DIEBACK AND FRUITING
BODIES.

CRAPE MYRTLE TREES MAY BE TIP PRUNED DURING THE GROWING SEASON (CUTS THROUGH
SMALLER DIAMETER BRANCHES 1 YEAR OLD OR LESS) POLLARDING (ANNUAL REMOVAL OF ALL
SPROUTS> AND TOPPING (REMOVAL OF LARGE DIAMETER wOOD> ARE NOT ACCEPTABLE PRUNING
METHODS.

SELECTIVE HAND PRUNING SHALL BE PERFORMED AS NECESSARY ON ALL ORNAMENTAL TREES AND
SHRUBS IN ORDER TO MAINTAIN THE NATURAL HABIT OF THE PLANT AND ENSURE HEALTH AND
VIGOR THROUGHOUT THE ESTABLISHMENT PERIOD.

MULCH

FULL LENGTH, FRESHLY BALED PINE STRAW MULCH SHALL BE USED IN ALL BEDS AND
TREE/PALM RINGS PLANTED UNDER THIS CONTRACT. MAINTAIN MULCH RINGS EQUAL IN DIAMETER
TO PLANTING PITS FOR ALL NEW TREES AND PALMS., SUPPLEMENT ALL MULCHING AS NECESSARY
TO MAINTAIN A 3 COMPRESSED DEPTH THROUGHOUT THE ESTABLISHMENT PERIOD.

SPECIAL CARE REQUIREMENTS

PROTECT HARDSCAPE ELEMENTS DURING MAINTENANCE ACTIVITIES FROM DAMAGE. ENSURE AREAS
ADJACENT TO MAINTENANCE ACTIVITIES ARE CLEANED AND SWEPT AFTER MAINTENANCE WORK IS
ACCOMPLISHED AT EACH MAINTENANCE VISIT.

LITTER PICK-UP

DURING THE ESTABLISHMENT PERIOD, ENSURE LITTER PICKUP WITHIN NEWLY PLANTED TURF,
LANDSCAPE AREAS AND TREE/PALM MULCH RINGS AT EACH MAINTENANCE VISIT.

WORK ZONE CONTROL PLAN

APPROVED TRAFFIC CONTROL MEASURES SHALL BE UTILIZED DURING ALL MAINTENANCE
ACTIVITIES.

STAKING

A CONTRACTOR SHALL MAINTAIN ALL TREE/PALM STAKING FOR THE FIRST YEAR OF THE
ESTABLISHMENT PERIOD.

B. CONTRACTOR SHALL REMOVE ALL ABOVE GROUND TREE/PALM STAKING AT THE END OF THE
FIRST YEAR OF THE ESTABLISHMENT PERIOD.

C. REMOVE ROOTBALL ANCHORS BEFORE END OF ESTABLISHMENT PERIOD.

CONTRACTOR SHALL REMOVE ALL TEMPORARY IRRIGATION CIF USED> BEFORE FINAL INSPECTION AT
THE END OF THE ESTABLISHMENT PERIOD. PROVIDE SUFFICIENT WATER TO ENSURE PLANT
MATERIAL HEALTH DURING THE ESTABLISHMENT PERIOD.

CHELCO, INC. MATTHEW AVERY 850-892-5069
850-585-2217 SUMMARY OF LITTER REMOVAL AND MOWING
CENTURYLINK BOBBY WEDEMAN 850-664-3446 LITTER REMOVAL MOWING
CONST. DURATION FREQUENCY
I.C.A. TODD BARFIELD 850-415-1239 AREA AREA REMARKS
ES0-587-6285 PRASE AT AT CYCLES AC/CYCLE | TOTAL (AC> CYCLES AC/CYCLE | TOTAL (AC>
1 85 CONSTRUCTION 30 3 0.84 3 0.16
P P
F F
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