
Addendum No. 6 

I-95 Widening from north of SR 44 to north of Us 92 including the reconstruction 
of the I-4/US 92 Systems Interchange 

Financial Project Number: 242715-2-52-01 
Contract Number: E-5W26 

 
The Request for Proposal is amended to include the following: 

 
1.) Section I A. Design-Build Responsibility on Page 5: 

The following sentence has been added to the first paragraph 
• “Maintaining these outside shoulders is not required on or under existing 

bridge structures.  The Design-Build Firm shall, in accordance with design 
standards, provide tapers to the 10-foot paved shoulders approaching and 
departing existing structures with shoulder widths of less than 10 feet.” 

 
2.) Section II, Schedule of Events on Page 6 

Revise the date for submittal of questions prior to submission of the Price Proposal:  
08/5/14 08/12/14  08/19/14 
 

3.) Section II, Schedule of Events on Page 6 
Revise the date for the Department to post responses to the Pre-Bid Q&A website: 
08/11/14 08/18/14  08/25/14 
 

4.) Section II, Schedule of Events on Page 7 
Revise the date for the Price Proposals due: 08/22/14 08/29/14  09/05/14 
 

5.) Section II, Schedule of Events on Page 7 
Revise the date for Public Announcing of Technical Score and opening of Price 
Proposals: 08/22/14 08/29/14  09/05/14 

 
6.) Section II, Schedule of Events on Page 7 

Revise the date for Public Meeting of Selection Committee to determine intended 
Award: 09/08/14   09/15/14 

 
7.) Section II, Schedule of Events on Page 7 

Revise the date for Posting of the Department’s intended decision to Award: 
09/08/14   09/15/14 

8.) Section II, Schedule of Events on Page 7 
Revise the date for Anticipated Award Date: 09/26/14   10/03/14 

 
9.) Section II, Schedule of Events on Page 7 

 Revise the date for Anticipated Execution Date: 10/13/14   10/20/14 
 
 



10.) Section VI. L. Temporary Traffic Control Plan on Page 50 
The following sentence has been added to the first paragraph: 

• “Maintaining these outside shoulders is not required on or under existing 
bridge structures.  The Design-Build Firm shall, in accordance with design 
standards, provide tapers to the 10-foot paved shoulders approaching and 
departing existing structures with shoulder widths of less than 10 feet.” 

 


