
Applicant

Project

Item No. Description Comments

1
Submit permit application thirty (30) days in advance to ensure it 

is processed on time

2
One (1) original permit application (with original signatures). Form 

850-040-05 05/08 (General Use Permit)

3 Section and State Road (SR)

Contact Information

Applicant name

address, city, state & zip

telephone

E-mail

VMS worksheets. Two messages are allowed per VMS on 

Interstates and three on arterial roads

Center the text on the screen of the VMS messages

VMS location map

if VMSs are also erected on the Turnpike, have coordinated the 

messages with them

Company name, contact person and telephone number of the 

company programming the VMS

VMS shall be erected no more than three days before, nor remain 

more than three days after, the signed event per F.A.C. Chapter 14-

51, section 14-51.014 General Criteria, number (3) 

Is coordination with FDOT Traffic Management Center  necessary to 

ensure that Dynamic Message signs are used to supplement 

Variable message signing?                                                                                                       

Dee  McTague, RTMC Operations Manager, (954) 847-2790

dmctague@smartsunguide.com

Trailblaze signs details

Trailblaze signs location map

7 Area map showing the location of the event

FDOT Public Information Director:                                                                 

Barbara Kelleher, (954) 777-4091, barbara.kelleher@dot.state.fl.us

Permittee must notify local media 48 hours prior to date of event

Media Contact List

9 PDF of the permit application and support documents

10
Include copy of the meeting minutes or letter approving the event 

from the local government

Florida Department of Transportation

VMS Permit Application Checklist

Florida Administrative Code, Chapter 14-20/Chapter 14-51

4

6

8

5
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Florida Department of Transportation

VMS Permit Application Checklist

Florida Administrative Code, Chapter 14-20/Chapter 14-51

a Field Review

b Transfield/DBI Stamp

c FTPK/I-95/I-595

d Approval from Traffic Operations

e Is permit within the five (5) year work program?

PM

Item segment

Begin MP

End MP

PM

Item segment

Begin MP

End MP

For FDOT use only

e.1

e.2
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Arrow panels should not be used in lane shift situations. Research has shown that
motorists tend to change lanes (on multilane facilities) whenever an arrow panel is used
to indicate a lane shift. Since this "response" is not desired, the arrow panel should not
be used for lane shift situations on multilane roadways. Refer to current MUTCD for
further information.

Arrow panel locations shall be shown on the TTC plan, along with any necessary notes
concerning the use of this device.

10.8.3 Changeable (Variable) Message Signs

Changeable (variable) message signs (CMS) may be used to supplement a traffic
control zone. As a supplemental device, it cannot be used to replace any required sign
or other device. These devices can be useful in providing information to the motorist
about construction schedules, alternate routes, expected delays, and detours.
Changeable (variable) message signs should be considered for use in complex,
high-density work zones. Messages must be simple, with a minimum number of words
and lines and should require no more than two displays of no more than three lines
each with 8 characters per line. The TTC plan shall include the location and messages
to be displayed.

The message displayed should be visible and legible to the motorist at a minimum
distance of 900 ft. on approach to the signs. All messages should be cycled so that two
message cycles are displayed to a driver while approaching the sign from 900 ft. at
55 mph.

The CMS units may be used:

1. To supplement conventional traffic control devices in construction work areas
and should be placed approximately 500 to 800 ft. in advance of potential traffic
problems, or

2. 0.5 to 2 miles in advance of complex traffic control schemes that require new
and/or unusual traffic patterns for the motorists.

A CMS is required for night time work that takes place within 4 ft. of the traveled way.

Typical Conditions

Consistent with the factors described above, CMS messages should be considered
under the following conditions:
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1. Road closures

2. Ramp closures

3. Delays one hour or longer created by:

a. Congestion

b. Crashes

c. Lane closures

d. Two-way traffic on divided highway

e. Multiple lane closures

f. Unexpected shifts in alignment

Message Selection

Programmed messages should provide appropriate messages for the conditions likely
to be encountered. A worksheet is provided and may be placed in the TTC plan. The
following items must be carefully considered in the development of a message:

1. Message elements - not necessarily in order

a. Problem statement (where?)

b. Effect statement (what?)

c. Attention statement (who?)

d. Action statement (do?)

2. Message format

a. Will vary depending on content

b. "Where" or "what" will generally lead

c. "Who" and "do" follow in that order

d. "Who" often understood from "where"

3. Display format

a. Discrete, with entire message displayed at once is most desirable

b. Sequential is OK, 2 parts maximum

c. Run-on moving displays prohibited

d. One abbreviation per panel display desirable, two abbreviations are the
maximum. Route designation is considered as one abbreviation and one
word. Guidelines for abbreviations are provided on the following pages.
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CHANGEABLE (VARIABLE) MESSAGE SIGNS WORKSHEET

Location of board:_______________________________________________________

Used: from ______-______-______at ______:______am/pm

to ______-______-______at ______:______am/pm

Message programmed by: ________________________________________________

MESSAGE 1

MESSAGE 2

Timing:

Message 1 will run ____.____ seconds.

Message 2 will run ____.____ seconds.
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STANDARD ABBREVIATIONS FOR USE
ON CHANGEABLE (VARIABLE) MESSAGE SIGNS

Standard abbreviations easily understood are:

WORD ABBREV. WORD ABBREV.

Boulevard BLVD Normal NORM
Center CNTR Parking PKING
Emergency EMER Road RD
Entrance, Enter ENT Service SERV
Expressway EXPWY Shoulder SHLDR
Freeway FRWY, FWY Slippery SLIP
Highway HWY Speed SPD
Information INFO Traffic TRAF
Left LFT Travelers TRVLRS
Maintenance MAINT Warning WARN

Other abbreviations are easily understood whenever they appear in conjunction with a particular
word commonly associated with it. These words and abbreviations are as follows:

WORD ABBREV. PROMPT

Access ACCS Road
Ahead AHD Fog*
Blocked BLKD Lane*
Bridge BRDG [Name]*
Chemical CHEM Spill
Construction CONST Ahead
Exit EX, EXT Next*
Express EXP Lane
Hazardous HAZ Driving
Interstate I [Number]
Major MAJ Accident
Mile MI [Number]*
Minor MNR Accident
Minute(s) MIN [Number]*
Oversized OVRSZ Load
Prepare PREP To Stop
Pavement PVMT Wet*
Quality QLTY Air*
Route RT Best*
Turnpike TRNPK [Name]*
Vehicle VEH Stalled*
Cardinal Directions N, E, S, W [Number]
Upper, Lower UPR, LWR Level

* = Prompt word given first
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The following abbreviations are understood with a prompt word by about 75% of the drivers.
These abbreviations may require some public education prior to usage.

WORD ABBREV. PROMPT

Condition COND Traffic*
Congested CONG Traffic
Downtown DWNTN Traffic
Frontage FRNTG Road
Local LOC Traffic
Northbound N-BND Traffic
Roadwork RDWK Ahead [Distance]
Temporary TEMP Route
Township TWNNSHP Limits

* = Prompt word given first

Certain abbreviations are prone to inviting confusion because another word is abbreviated or
could be abbreviated in the same way. DO NOT USE THESE ABBREVIATIONS:

ABBREV. INTENDED WORD WORD ERRONEOUSLY GIVEN

WRNG Warning Wrong
ACC Accident Access (Road)
DLY Delay Daily
LT Light (Traffic) Left
STAD Stadium Standard
L Left Lane (Merge)
PARK Parking Park
RED Reduce Red
POLL Pollution (Index) Poll
FDR Feeder Federal
LOC Local Location
TEMP Temporary Temperature
CLRS Clears Color
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