
INSTRUCTIONS

Control Charts



Overview

 The Control Charts have 
been created to provide 
users the ability to plot the 
official results for Asphalt 
testing of a specific mix 
design.

 These Control Charts can 
be used to meet the 
requirement in 
Specification 320‐2.1 No. 6.

 The Control Charts plot 
data for the following:
 Sieves: 3/8”, No. 4, No. 8, No. 
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Mix Summary Report

 Prior to running the Control Charts, you will need to 
run a Mix Summary Report for a specific mix design 
and have it saved on your computer.

 The Mix Summary Report needs to have a version date 
no earlier than 10/24/13, to be functional with the 
control charts.



Control Charts – Selecting Report File



Control Charts – Plant(s)If the mix design 
was produced at 
multiple plants, 
this menu will 
appear for you to 
select the desire 
plant(s) for the 
control charts.
* NOTE: If the mix 
design was not 
produced at multiple 
plants, this menu will 
not appear and the 
worksheet will plot 
the charts.



Control Charts

 The data is plotted in order by Date, Lot, then Sublot.



Control Charts ‐ Legend
 The legend is on the right side of 
each chart.  There is a different 
symbol and color per sample level.  

 Also included are the Master 
Production Limits, which are noted by 
“MIN” and “Max”, and upper and 
lower Spec Limits noted as “USL” and 
“LSL”.



Other Information

 You can download the Control Chart Workbook at the 
State Materials Office website:
 http://www.dot.state.fl.us/statematerialsoffice/pavement/asphalt

/fieldoperations/worksheets/worksheetshome.shtm

 The charts print landscape, two per page.

 If you have any problems or questions, you can contact 
Jenni Philpott at the State Materials Office.
 E‐mail: jenni.philpott@dot.state.fl.us
 Phone: (352) 955‐1838

http://www.dot.state.fl.us/statematerialsoffice/pavement/asphalt/fieldoperations/worksheets/worksheetshome.shtm

