
  

 

 

Florida Department of Transportation 
RICK SCOTT 

GOVERNOR 
605 Suwannee Street 

Tallahassee, FL  32399-0450 
ANANTH PRASAD, P.E. 

SECRETARY 

 

July 9, 2012 

 

Monica Gourdine 

Program Operations Engineer 

Federal Highway Administration 

545 John Knox Road, Suite 200 

Tallahassee, Florida 32303 

 

Re: Office of Design, Specifications 

 Section 283 

 Proposed Specification: Reclaimed Asphalt Pavement Base. 

 

Dear Ms. Gourdine: 

 

We are submitting, for your approval, two copies of the above referenced Supplemental 

Specification.  

 

These changes were proposed by Richard Hewitt of the State Construction Office to be in 

accordance with current use of RAP as a base material. 

 

Please review and transmit your comments, if any, within two weeks. Comments should be sent 

via email to SP965TT or trey.tillander@dot.state.fl.us. 

 

If you have any questions relating to this specification change, please call me at 414-4140. 

 

      Sincerely, 

       

       

       

      V. Y. “Trey” Tillander, III, P.E. 

      State Specifications Engineer 

 

TT/cah 

Attachment 

cc: Florida Transportation Builders' Assoc. 

 State Construction Engineer



2830100.D01 

All Jobs 

RECLAIMED ASPHALT PAVEMENT BASE. 

(REV 65-18-12) 

ARTICLE 283-1 (Page 222) is deleted and the following substituted: 

283-1 Description. 

 Construct a base course composed of reclaimed asphalt pavement (RAP) material. 

Use RAP material as a base course only on non-limited access paved shoulders, bike 

shared use paths, or other non-traffic bearing applications. 

 

 

SUBARTICLE 283-4.2 (Page 223) is deleted and the following substituted: 

 283-4.2 Moisture Content: Meet the requirements of 200-6.2. Ensure that the 

moisture content at the time of compaction is within 2% of optimum. 

 

 

SUBARTICLE 283-4.3 (Page 223) is deleted and the following substituted: 

 283-4.3 Density Requirements: After attaining the proper moisture 

content,cCompact the material to a density of not less than 95% of maximum density as 

determined by FM 1-T 180. Where the width of the base construction is not sufficient to 

permit use of standard base compaction equipment, perform compaction using vibratory 

compactors, trench rollers, or other special equipment which will provide the density 

requirements specified herein. 

 

 



2830100.D01 

All Jobs 

RECLAIMED ASPHALT PAVEMENT BASE. 

(REV 6-18-12) 

ARTICLE 283-1 (Page 222) is deleted and the following substituted: 

283-1 Description. 

 Construct a base course composed of reclaimed asphalt pavement (RAP) material. 

Use RAP material as a base course only on non-limited access paved shoulders, shared 

use paths, or other non-traffic bearing applications. 

 

 

SUBARTICLE 283-4.2 (Page 223) is deleted and the following substituted: 

 283-4.2 Moisture Content: Meet the requirements of 200-6.2. 

 

 

SUBARTICLE 283-4.3 (Page 223) is deleted and the following substituted: 

 283-4.3 Density Requirements: Compact the material to a density of not less 

than 95% of maximum density as determined by FM 1-T 180. Where the width of the 

base construction is not sufficient to permit use of standard base compaction equipment, 

perform compaction using vibratory compactors, trench rollers, or other special 

equipment which will provide the density requirements specified herein. 

 

 


