
3530100 CONCRETE PAVEMENT SLAB REPLACEMENT 
COMMENTS FROM INTERNAL/INDUSTRY REVIEW 

Bobby Naik 
904-292-4240 

bnaik@superiorse.com 
 

Comments: (6-4-13) 
"Replace the existing defective area of concrete pavement with portland cement concrete free of 
any uncontrolled cracks" is redundant. Uncontrolled cracking is already covered in 353-6 of the 
specification. 
 
Response: Agreed, Section 353-6 also contains this language.  However, this language was 
added to the first and most conspicuous area of the Specifications in order to further emphasize 
the issue. 
No changes made. 
 
****************************************************************************** 

D3 
jennifer.williams@dot.state.fl.us 

 
Comments: (6-18-13) 
Should the tolerance be comparable to asphalt (in other words 3/16" for 15' straightedge)? 
 
Response: This Spec language actually is comparable to asphalt.  The language is addressing the 
“under construction” condition and not the end of project or final concrete grinding requirements 
(which do have a tighter tolerance comparable to asphalt). 
When this language was added it was made comparable to the Asphalt Specs which require a 
3/8” tolerance (using a 15ft straight edge) for structural and temporary asphalt pavement for the 
“under construction” condition.  Since the Concrete Specs call for the use of a 10ft straightedge, 
a comparable tolerance was calculated.  The ratio of 3/8” for a 15ft straightedge is comparable to 
the ratio of 1/4” for a 10ft straightedge. 
No changes made. 
 
****************************************************************************** 

D4 Const. 
 

Comments: (6-26-13) 
In the added text, I think you want to include that straightedging and corrections will be made 
prior to opening to traffic. Having said that, if the speed is greater than 55mph, this is probably 
an interstate. Hopefully the Plans will restrict the length of time for lane closures. 
 
Response: The language was added to require a Contractor to correct surface irregularities within 
72 hours, rather than letting the Contractor wait until the end of the project to perform final 
grinding in order to remove significant deficiencies.  The lane can be opened to traffic, but the 
deficiency must be repaired within 72 hours. 
No changes made. 
 
****************************************************************************** 



Jeff O’Leary 
904-380-0067 

olearyj@vmcmail.com 
 

Comments: (6-27-13) 
Uncontrolled cracks are a difficult issue with these types of placements. Would it not serve the 
Department and industry better to provide a method of repair for smaller size cracks? While this 
would require defining the size/extent of the crack, etc, it at least provides and option to 
replacement. 
 
Response: The Department is paying for new slabs, free of uncontrolled cracks.   
No changes made. 
 
****************************************************************************** 

 


