
 

 

 

Florida Department of Transportation 
RICK SCOTT 
GOVERNOR 

605 Suwannee Street 
Tallahassee, FL  32399-0450 

ANANTH PRASAD, P.E. 
SECRETARY 

 
May 30, 2013 
 
Monica Gourdine 
Program Operations Engineer 
Federal Highway Administration 
545 John Knox Road, Suite 200 
Tallahassee, Florida 32303 
 
Re: Office of Design, Specifications 
 Section 925 
 Proposed Specification: 9250200 Curing Materials for Concrete. 
 
Dear Ms. Gourdine: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification.  
 
These changes were proposed by Mike Bergin of the State Materials Office to update reference 
standards. AASHTO M148 and AASHTO M171 have been withdrawn and ASTM C309 and 
ASTM C171, respectively, will apply. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to SP965TT or trey.tillander@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4140. 
 
      Sincerely, 
       
      Signature on file 
       
      V. Y. “Trey” Tillander, III, P.E. 
      Manager State Specifications and Estimates Office 
 
TT/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer



9250200 
All Jobs 

CURING MATERIALS FOR CONCRETE. 
(REV 1-14-13) 

ARTICLE 925-2 (Page 1007) is deleted and the following substituted: 

925-2 Membrane Curing Compound. 
 925-2.1 General: Membrane curing compound shall conform to requirements of 
AASHTO M148ASTM C309 (Type 1 for clear compound and Type 2 for white-
pigmented compound), and the following additional requirements: 
  The membrane curing compound shall be of a consistency suitable for 
spraying at temperatures prevalent at the time of construction operations, and which 
forms a continuous, uniform film. It shall be free from precipitated matter caused by 
conditions of storage or temperature. The compound shall be relatively nontoxic. 
Thorough agitation shall be performed prior to shipment from manufacturer’s plant and 
prior to use at job site. 
  Curing compound delivered to the job in drums shall be in the 
manufacturer’s original container, labeled with the manufacturer’s name, plant location, 
grade designation of compound, LOT number, and quantity. 
  Curing compound delivered in bulk shall be supplied from and delivered 
to storage tanks designed to provide thorough agitation by means of compressed air. 
 925-2.2 Sampling: Samples shall be obtained as specified in 
AASHTO M148ASTM C309 with the following exception. Take one sample for each 
lLot, batch, or other unit of production representing each 2,200 gallons or fraction there 
of. Filled containers, represented by the samples, shall be sealed and marked by the 
sampling agency for later identification and correlation. Each sample shall be at least 
1 quart. Allow fourteen days for completion of the tests after arrival of the sample in the 
laboratory. 
 925-2.3 Storage: Curing compound that has been tested and stored for longer 
than six months but less than one year shall be retested prior to use. Compound that has 
been stored longer than one year shall not be incorporated into the work. 
 
 

SUBARTICLE 925-3.1 (Page 1007) is deleted and the following substituted: 

 925-3.1 General: Waterproof paper, polyethylene film and white burlap-
polyethylene sheet, for curing concrete shall meet the requirements of 
AASHTO M171ASTM C171, with the additional requirements for waterproof paper and 
for polyethylene film as shown below. 
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ARTICLE 925-2 (Page 1007) is deleted and the following substituted: 

925-2 Membrane Curing Compound. 
 925-2.1 General: Membrane curing compound shall conform to requirements of 
ASTM C309 (Type 1 for clear compound and Type 2 for white-pigmented compound), 
and the following additional requirements: 
  The membrane curing compound shall be of a consistency suitable for 
spraying at temperatures prevalent at the time of construction operations, and which 
forms a continuous, uniform film. It shall be free from precipitated matter caused by 
conditions of storage or temperature. The compound shall be relatively nontoxic. 
Thorough agitation shall be performed prior to shipment from manufacturer’s plant and 
prior to use at job site. 
  Curing compound delivered to the job in drums shall be in the 
manufacturer’s original container, labeled with the manufacturer’s name, plant location, 
grade designation of compound, LOT number, and quantity. 
  Curing compound delivered in bulk shall be supplied from and delivered 
to storage tanks designed to provide thorough agitation by means of compressed air. 
 925-2.2 Sampling: Samples shall be obtained as specified in ASTM C309 with 
the following exception. Take one sample for each Lot, batch, or other unit of production 
representing each 2,200 gallons or fraction thereof. Filled containers, represented by the 
samples, shall be sealed and marked by the sampling agency for later identification and 
correlation. Each sample shall be at least 1 quart. Allow fourteen days for completion of 
the tests after arrival of the sample in the laboratory. 
 925-2.3 Storage: Curing compound that has been tested and stored for longer 
than six months but less than one year shall be retested prior to use. Compound that has 
been stored longer than one year shall not be incorporated into the work. 
 
 

SUBARTICLE 925-3.1 (Page 1007) is deleted and the following substituted: 

 925-3.1 General: Waterproof paper, polyethylene film and white burlap-
polyethylene sheet, for curing concrete shall meet the requirements of ASTM C171, with 
the additional requirements for waterproof paper and for polyethylene film as shown 
below. 
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