
 
Florida Department of Transportation 

RICK SCOTT 
GOVERNOR 

605 Suwannee Street 
Tallahassee, FL  32399-0450 

ANANTH PRASAD, P.E. 
SECRETARY 

 
July 23, 2014 
 
Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
545 John Knox Road, Suite 200 
Tallahassee, Florida 32303 
 
Re: State Specifications and Estimates Office 
 Section 102 
 Proposed Specification: 1020909 Maintenance of Traffic. 
 
Dear Mr. Nguyen: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification.  
 
This change is proposed by Jeff Morgan of the State Traffic Engineering and Operations Office 
to consolidate material requirements from the Minimum Specifications for Traffic Control 
Signals and Devices (MSTCSD) and the Standard Specifications for Road and Bridge 
Construction (SSRBC). This activity is a planned part of an ongoing specification consolidation 
effort. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to SP965DS or daniel.scheer@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on file 
       
      Daniel Scheer, P.E. 
      State Specifications Engineer 
 
DS/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer



1020909 
All Jobs 

MAINTENANCE OF TRAFFIC. 
(REV 5-5-146-5-14) 

SUBARTICLE 102-9.9 is deleted and the following substituted: 

 102-9.9 Portable Changeable Message Sign (PCMS): Furnish PCMSs or truck 
mounted changeable message signs that meet the requirements of Section 990 as required by the 
Plans and Design Standards to supplement other temporary traffic control devices used in work 
zones. 
  A truck mounted PCMS may be used as a stand alone MOT device only when 
used for accident or incident management situations as defined in the MUTCD and is listed on 
the APL that meets the requirements of Section 990 and is listed on the APL may be used as 
required by the Plans to supplement other temporary traffic control devices used in work zones. 
 
 

SUBARTICLE 102-11.15 is deleted and the following substituted: 

 102-11.15 Portable Changeable Message Sign: The quantity to be paid at the Contract 
unit price will be for the number of portable changeable message signs PCMSs (includingor 
truck mounted PCMS)changeable message signs certified as installed/used on the project on any 
calendar day or portion thereof within the contract time. Payment will be made for each portable 
changeable message sign that is used during the period beginning fourteen working days before 
Contract Time begins as authorized by the Engineer. 
 
 



1020909 
All Jobs 

MAINTENANCE OF TRAFFIC. 
(REV 6-5-14) 

SUBARTICLE 102-9.9 is deleted and the following substituted: 

 102-9.9 Portable Changeable Message Sign (PCMS): Furnish PCMSs or truck 
mounted changeable message signs that meet the requirements of Section 990 as required by the 
Plans and Design Standards to supplement other temporary traffic control devices used in work 
zones. 
 
 

SUBARTICLE 102-11.15 is deleted and the following substituted: 

 102-11.15 Portable Changeable Message Sign: The quantity to be paid at the Contract 
unit price will be for the number of PCMSs or truck mounted changeable message signs certified 
as installed/used on the project on any calendar day or portion thereof within the contract time. 
Payment will be made for each portable changeable message sign that is used during the period 
beginning fourteen working days before Contract Time begins as authorized by the Engineer. 
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