
 
 

521 CONCRETE BARRIERS, TRAFFIC RAILING BARRIERS AND PARAPETS. 

 (REV 11-5-12) (FA 11-19-12) (7-13) 

SUBARTICLE 521-4.3 (Page 675) is deleted and the following substituted: 

 521-4.3 Slip Form Construction: When electing to use the slip form method in lieu of 
the stationary forming method, place the concrete with a slip form machine approved by the 
Engineer. The concrete cover tolerance is plus or minus 1-1/4 inches from the plan dimensions, 
except the minimum concrete cover, as constructed, must not be less than 1-3/4 inches. 
  Provide a finished texture to the slip formed barrier wall by hand troweling, 
brushing, or both to eliminate pockmarks, blemishes and any other discontinuities in surface 
texture. Ensure that the final finish has a fine texture and is free of pinholes, pockmarks, and 
blemishes. 
  Remove and recast or repair sections of slip formed barrier wall having areas of 
unconsolidated concrete, having surface blemishes, and/or having pockmarks greater than 
1/2 inch in diameter after hand troweling and brushing. Repair areas of unsatisfactory surface 
finish by hand methods using mortar screened from the concrete used to construct the barrier 
wall. Use the mortar screened from the barrier wall concrete only to fill holes and surface 
blemishes below the slip formed surface of the concrete. Do not use mortar as a surface overlay 
coating on the barrier wall concrete. 
  During the finishing operation, while the concrete remains plastic, straightedge all 
plane surfaces of the slip formed barrier wall with a 10 foot straightedge. Straightedge by half 
lapping the straightedge for the full length of the plane surfaces. Correct any deviation found 
during straightedging, greater than 3/8 inch, measured as an ordinate between the concrete 
surface and the straightedge, in an approved manner at no expense to the Department. Do not use 
surface overlay coatings of mortar screened from the concrete, or surface overlay coatings of 
concrete to correct alignment deviations. 
 
 


