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January 13, 2014 
 
Chad Thompson 
Programs Operations Engineer 
Federal Highway Administration 
545 John Knox Road, Suite 200 
Tallahassee, Florida 32303 
 
Re: State Specifications and Estimates Office 
 Section 125 
 Proposed Specification: 1250901 Excavation for Structures and Pipe. 
 
Dear Mr. Thompson: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification.  
 
These changes were proposed by Ben Watson of the State Materials Office to reduce field testing 
in trench box construction operations. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to SP965DS or daniel.scheer@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on file 
       
      Daniel Scheer, P.E. 
      State Specifications Engineer 
 
DS/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer
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All Jobs 

 

EXCAVATION FOR STRUCTURES AND PIPE. 

(REV 11-6-13) 

ARTICLE 125-9.1.1 is deleted and the following substituted: 

  125-9.1.1 Reduced Testing Frequency: When no resolution testing is required 
for six consecutive LOTs, or if required, the QC test data was upheld, reduce the QC density 
testing to one test every two LotOTs by identifyingor one every four LOTs for trench box 
operations. Identify the substantiating tests in the Density Log Book and notifying the Engineer 
in writing prior to starting reduced frequency of testing. Generate random numbers based on the 
twofor selecting test locations for the LOTs under consideration. When QC test frequency is 
reduced to one every two LOTs, obtain the Engineer’s approval to place more than one LOT 
over an untested LOT. Assure similar compaction efforts for the untested sections. If the 
Verification test fails, and QC test data is not upheld by Resolution testing the QC testing will 
revert to the original frequency. 
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EXCAVATION FOR STRUCTURES AND PIPE. 

(REV 11-6-13) 

ARTICLE 125-9.1.1 is deleted and the following substituted: 

  125-9.1.1 Reduced Testing Frequency: When no resolution testing is required 
for six consecutive LOTs, or if required, the QC test data was upheld, reduce the QC density 
testing to one test every two LOTs or one every four LOTs for trench box operations. Identify 
the substantiating tests in the Density Log Book and notify the Engineer in writing prior to 
starting reduced frequency of testing. Generate random numbers for selecting test locations for 
the LOTs under consideration. When QC test frequency is reduced to one every two LOTs, 
obtain the Engineer’s approval to place more than one LOT over an untested LOT. Assure 
similar compaction efforts for the untested sections. If the Verification test fails, and QC test data 
is not upheld by Resolution testing the QC testing will revert to the original frequency. 
 
 


