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Florida Department of Transportation

RICK SCOTT 605 Suwannee Street ANANTH PRASAD, P.E.
GOVERNOR Tallahassee, FL 32399-0450 SECRETARY

December 19, 2013

Chad Thompson

Programs Operations Engineer
Federal Highway Administration
545 John Knox Road, Suite 200
Tallahassee, Florida 32303

Re:  State Specifications and Estimates Office
Section 336
Proposed Specification: 3360700 Asphalt Rubber Binder.

Dear Mr. Thompson:

We are submitting, for your approval, two copies of the above referenced Supplemental
Specification.

These changes were proposed by Greg Sholar of the State Materials Office (SMO) to update a
reference due to proposed changes in Section 916.

Please review and transmit your comments, if any, within two weeks. Comments should be sent
via email to SP965DS or daniel.scheer@dot.state.fl.us.

If you have any questions relating to this specification change, please call me at 414-4130.
Sincerely,
Signature on file

Daniel Scheer, P.E.
State Specifications Engineer

DS/dt

Attachment

cc: Florida Transportation Builders' Assoc.
State Construction Engineer
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ASPHALT RUBBER BINDER.
(REV 11-4-13)

ARTICLE 336-7 is deleted and the following substituted:

336-7 Certification Requirements for Blending at Suppliers Terminal:

Where blending the asphalt rubber binder at the supplier’s terminal, the supplier
shall furnish certification on the bill of lading for each load delivered to the project site or
asphalt plant that includes: the quantity of asphalt rubber binder, the asphalt rubber binder
type, the customer name, the delivery location, and a statement that the asphalt rubber
binder has been produced in accordance with and meets the requirements of Section 336.
In addition, include, with the certification, copies of the certifications for the asphalt

| binder and ground tire rubber, as specified in 916-1.3-6 and 919-6, respectively.
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