
   

Florida Department of Transportation 
RICK SCOTT 
GOVERNOR 

605 Suwannee Street 
Tallahassee, FL  32399-0450

ANANTH PRASAD, P.E.
SECRETARY 

 
December 19, 2013 
 
Chad Thompson 
Programs Operations Engineer 
Federal Highway Administration 
545 John Knox Road, Suite 200 
Tallahassee, Florida 32303 
 
Re: State Specifications and Estimates Office 
 Section 641 
 Proposed Specification: 6410402 Prestressed Concrete Poles. 
 
Dear Mr. Thompson: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification.  
 
These changes were proposed to correct a reference to Section 700. For the 1-14 Workbook, 
Section 700 was completely rewritten and the reference to 700-7.3 in 641-4.2 was no longer 
valid. This cross-reference was overlooked. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to SP965DS or daniel.scheer@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on file 
       
      Daniel Scheer, P.E. 
      State Specifications Engineer 
 
DS/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer



6410402 
All Jobs 

PRESTRESSED CONCRETE POLES. 

(REV 11-4-13) 

SUBARTICLE 641-4.2 is deleted and the following substituted: 

 641-4.2 Footings: Provide footings 3 feet 6 inches in diameter and of the depth 
specified in the Plans for strain poles used for span wire support of traffic signals. 
Provide footings for all other pole applications as specified in the Plans. Construct the 
footings with concrete as specified in Section 347. 
  For the excavation and backfill of the footing, meet the requirements 
specified in 125-4 and 125-8.2 with the exception of the backfill density. In lieu of the 
requirements for obtaining the specified density, the Contractor may hand tamp the 
backfill in 4 inch maximum layers or machine tamp the backfill in 6 inch maximum 
layers. When performing such operations, ensure that the material is neither dry nor 
saturated. The Contractor may backfill with concrete. 
  Use forms, when required, meeting the requirements of 700-7.3400-5. If 
the footing is cast in an oversize hole, place the concrete in the top 6 inches in a form. 
Trowel all exposed surfaces to a smooth finish. 
 
 



6410402 
All Jobs 

PRESTRESSED CONCRETE POLES. 

(REV 11-4-13) 

SUBARTICLE 641-4.2 is deleted and the following substituted: 

 641-4.2 Footings: Provide footings 3 feet 6 inches in diameter and of the depth 
specified in the Plans for strain poles used for span wire support of traffic signals. 
Provide footings for all other pole applications as specified in the Plans. Construct the 
footings with concrete as specified in Section 347. 
  For the excavation and backfill of the footing, meet the requirements 
specified in 125-4 and 125-8.2 with the exception of the backfill density. In lieu of the 
requirements for obtaining the specified density, the Contractor may hand tamp the 
backfill in 4 inch maximum layers or machine tamp the backfill in 6 inch maximum 
layers. When performing such operations, ensure that the material is neither dry nor 
saturated. The Contractor may backfill with concrete. 
  Use forms, when required, meeting the requirements of 400-5. If the 
footing is cast in an oversize hole, place the concrete in the top 6 inches in a form. Trowel 
all exposed surfaces to a smooth finish. 
 
 


