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Toole, Deborah

From: Henson, Chester
Sent: Monday, November 04, 2013 7:45 AM
To: Toole, Deborah; Meyer, Ronald G.
Cc: Scheer, Daniel; Thomas, Frances; Tillander, Trey
Subject: RE: Spec 641-4.2

Debbie, 
 
We referred directly to Section 455 for foundation requirements.  Section 455 refers back to Section 400‐5 for forms.  I 
would change reference to Section 400‐5.  
 
Chester A. Henson, P.E. 
State Traffic Standards Engineer 
Roadway Design Office 
(850) 414‐4117 
 

From: Toole, Deborah  
Sent: Friday, November 01, 2013 2:57 PM 
To: Henson, Chester; Meyer, Ronald G. 
Cc: Scheer, Daniel; Thomas, Frances; Tillander, Trey 
Subject: FW: Spec 641‐4.2 
 
To All: 
 
When Section 700 was rewritten for the 1‐14 WB, Article 7 was deleted.  There is a reference in 641‐4.2 referring to 700‐
7‐3.   
 
I  reviewed new Section 700, but could not figure out how to correct this.  Please let me know what needs to be done to 
remove this discrepancy.  
 
Thanks…..Debbie 
 
Deborah Toole 
Specifications Development Specialist 
State Specifications Office 
605 Suwannee Street 
Tallahassee, FL 32399‐0458 
 
deborah.toole@dot.state.fl.us 
850‐414‐4114 
 

From: Thomas, Frances  
Sent: Wednesday, October 30, 2013 10:28 AM 
To: Toole, Deborah 
Subject: FW: Spec 641‐4.2 
 
Did Dan forward this to you? 
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Frances Thomas 
Specifications Development Specialist 
State Specifications/Estimates Office 
Phone: (850) 414-4101 
Fax: (850) 414-4199 
frances.thomas@dot.state.fl.us 
 

From: Scott, Eddy  
Sent: Tuesday, October 29, 2013 4:54 PM 
To: Scheer, Daniel 
Cc: Thomas, Frances 
Subject: Spec 641‐4.2 
 
Dan, 
 
I noticed a incorrect reference while working on some MSP’s. Spec 641‐4.2 references 700‐7.3 which no longer exists. 
 
Eddy L. Scott 

District Specifications/Plans Processing Manager 
FDOT District 2 Program Management 
1109 S. Marion Ave ‐ MS 2014 
office 386.961.7831 
fax 386.758.3701 
eddy.scott@dot.state.fl.us 
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Florida Department of Transportation 
 

RICK SCOTT 
GOVERNOR 

605 Suwannee Street 
Tallahassee, FL  32399-0450 

ANANTH PRASAD, P.E.  
SECRETARY 

 
M E M O R A N D U M 

 
DATE: November 13, 2013 
 
TO: Specification Review Distribution List 
 
FROM: Daniel Scheer, P.E., State Specifications Engineer 
 
SUBJECT: Proposed Specification: 6410402 Prestressed Concrete Poles. 
 
 In accordance with Specification Development Procedures, we are sending you a copy of 
a proposed specification change. 
 The changes are proposed to correct a reference to Section 700. For the 1-14 Workbook, 
Section 700 was completely rewritten and the reference to 700-7.3 in 641-4.2 was no longer 
valid. This cross-reference was overlooked 
 Please share this proposal with others within your responsibility. Review comments are 
due within four weeks and should be sent to Mail Station 75 or to my attention via e-mail at 
SP965DS, or daniel.scheer@dot.state.fl.us. Comments received after December 11, 2013, may 
not be considered. Your input is encouraged. 
 
DS/dt 
Attachment 
 



6410402 
All Jobs 

PRESTRESSED CONCRETE POLES. 

(REV 11-4-13) 

SUBARTICLE 641-4.2 is deleted and the following substituted: 

 641-4.2 Footings: Provide footings 3 feet 6 inches in diameter and of the depth specified 
in the Plans for strain poles used for span wire support of traffic signals. Provide footings for all 
other pole applications as specified in the Plans. Construct the footings with concrete as specified 
in Section 347. 
  For the excavation and backfill of the footing, meet the requirements specified in 
125-4 and 125-8.2 with the exception of the backfill density. In lieu of the requirements for 
obtaining the specified density, the Contractor may hand tamp the backfill in 4 inch maximum 
layers or machine tamp the backfill in 6 inch maximum layers. When performing such 
operations, ensure that the material is neither dry nor saturated. The Contractor may backfill with 
concrete. 
  Use forms, when required, meeting the requirements of 700-7.3400-5. If the 
footing is cast in an oversize hole, place the concrete in the top 6 inches in a form. Trowel all 
exposed surfaces to a smooth finish. 
 
 

Comment [dt1]: Section 700 was completely 
rewritten for the 1-14 WB. This reference was 
overlooked when checking for cross-reference 
conflicts. 


