
9710000 TRAFFIC MARKING MATERIALS 
COMMENTS FROM INTERNAL/INDUSTRY REVIEW 

Duane F. Brautigam, P.E. 
duane.brautigam@dot.state.fl.us 

 
Comment: (11-21-13, Internal) Whoa … I thought we were getting rid of our own yellow color 
box, especially retained color, and going to national color box. Why do we continue to make this 
harder than it needs to be? 
 
Response: Paul originally proposed a 971 change that eliminated the color box. This revision 
was discussed with Construction, Specifications and Paul during that internal review. It was 
decided not to move forward with the removal of the box entirely at this time until we decided 
how best to implement something that everyone including industry could agree on. 
No changes made. As per Chester Henson (1-7-14), 971-1.6 Color: Language related to in-
service daytime chromaticity for yellow materials has been removed from the spec. 
Change made. 
****************************************************************************** 

Paul Gentry 
414-4118 

paul.gentry@dot.state.fl.us 
 

Comment: (11-22-13, Internal) 
1. 971-5.5 Physical Requirements (table): What values for minimum and maximum with 
different test method (different reproducibility limits)? 
 

 
 
Response: They should remain unchanged for now. 
No changes made. 
 
2. 971-5.5 Physical Requirements (table): This should be 100g - not 1000mg. 
 

 
 
Response: I discussed this with the committee members since our old standard was 4.4 lbs. and 
there is a typo in the ASTM, it should be 1000g. 
Change made. 
 
3. Wouldn’t the same changes in questions 1 and 2 above apply to the Tables in 971-6.5, 971-
9.4, and 971-10.4? 
 
Response: Yes, the same changes would apply for these sections. We will revise changes to 
include these sections. 
Changes made. 



****************************************************************************** 
Dennis J. Evangelista 

336-475-6600 
devangelista@ennisflint.com 

 
Comment: (12-9-13) 
In reference to the changes to section: 971.1.6 color spec: Revised spec refers to CFR 665 
Table 1 Appendix Subpart F. Table 1, however is for Reflective Materials (in general). Should 
not the reference be to Table 5 which refers to Reflective Pavement Marking Materials. I believe 
that would be more appropriate. 
 
Response: Yes, you are correct. Change made. 
 
****************************************************************************** 

Anonymous 
 

Comment: (12-12-13) 
971-10.4.3 - Suggest removing "also". 
 
Response: Agree. Change made. 
 
****************************************************************************** 

Paul Gentry 
414-4118 

paul.gentry@dot.state.fl.us 
 

Comment: (12-29-13) 
Why are there different temperature requirements and “Minimum – Maximum” number for the 
Indentation testing requirements as referenced below? ASTM D7735 states a reference 
temperature of 115 degrees F +/- 3 degrees F in the test method 9.4.  
Why are there also different minimum – maximum numbers stated below. It is very possible to 
have the same Thermoplastic material be able to meet the requirements for all 3 material 
specifications 711, 701 and 702. 971-5.5 Thermoplastic Indentation Resistance ASTM D7735 
Type A Durometer Minimum 40 Maximum 75 `115 degrees F 1000 g. load 971-9 Thermoplastic 
Material for AV Traffic Stripes ASTM D7735 Type A Durometer Minimum 65 80 degrees F 
1000 g. load 971-10 Thermoplastic material for Wet Weather Pavement Markings ASTM D7735 
Type A Durometer Minimum 40 90 degrees F 1000 g. load 
 
971-5 Thermoplastic Materials for Traffic Stripes. 

 



 
971-6 Preformed Thermoplastic Materials for Traffic Stripes. 
 

 
971-9 Thermoplastic Material for Audible and Vibratory Traffic Stripes. 
 

 
 
Response: There are future changes proposed for 701 and 702 and the results of those changes 
may very well mean changes to the indentation requirements. No changes made. 
 
****************************************************************************** 

 


