
 
 

337 ASPHALT CONCRETE FRICTION COURSES. 
 (REV 11-7-14) (FA 1-22-15) (7-15) 

ARTICLE 337-11 is deleted and the following substituted: 

337-11 Method of Measurement. 
 For the work specified under this Section (including the pertinent provisions of 
Sections 320 and 330), the quantity to be paid for will be the weight of the mixture, in tons. For 
each pay item, the pay quantity will be based on the quantity placed on the project, limited to 
105% of the pay item’s adjusted plan quantity. For dense-graded mixes, the pay item’s adjusted 
plan quantity will be determined by dividing the pay item’s original plan quantity (including any 
Engineer approved quantity revisions) by the design Gmm stated in 334-1.4, then multiplying it 
by the tonnage-weighted average Gmm of the mixes used for the pay item. For open graded 
mixes, the pay item’s adjusted plan quantity will be determined by dividing the pay item’s 
original plan quantity (including any Engineer approved quantity revisions) by the design Gsb 
stated in 337-8.2, then multiplying it by the tonnage-weighted average Gsb

 The bid price for the asphalt mix will include the cost of the asphalt binder (asphalt 
rubber (or polymer), asphalt cement, ground tire rubber, anti-stripping agent, blending and 
handling) and the tack coat application as directed in 300-8, as well as fiber stabilizing additive 
and hydrated lime (if required). There will be no separate payment or unit price adjustment for 
the asphalt binder material in the asphalt mix. The weight will be determined as provided in 320-
3.2 (including the provisions for the automatic recordation system). 

 of the mixes used for 
the pay item. 

 Prepare a Certification of Quantities, using the Department’s current approved form, for 
the certified asphalt concrete friction course pay item. Submit this certification to the Engineer 
no later than Twelve O’clock noon Monday after the estimate cut-off or as directed by the 
Engineer, based on the quantity of asphalt produced and accepted on the roadway per Contract. 
The certification must include the Contract Number, FPID Number, Certification Number, 
Certification Date, period represented by Certification and the tons produced for each asphalt pay 
item. 
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