
 
 

926 EPOXY COMPOUNDS. 

 (REV 10-14-15) (FA 1-11-16) (7-16) 

SUBARTICLE 926-2.3 is deleted and the following substituted: 

 926-2.3 Certification: The Contractor shall submit to the Engineer certification from the 
manufacturer of the epoxy, confirming that the requirements of this Section are met. The 
certification shall conform to the requirements of Section 6. Each certification shall cover only 
one batch of epoxy materials. 
 
 

SUBARTICLE 926-5.3 is deleted and the following substituted: 

 926-5.3: Subtype F-2: Subtype F-2 is used for filling larger spalls where a form is 
required to build back to the original surface. Materials shall be a pourable low modulus type 
compound capable of bonding to wet surfaces with these properties: 
 

Color Shall match gray color No. 36622 of FED-STD-595- 
Maximum sand loading 2.25 parts sand to one part mixed epoxy by volume 
Elongation in tension, 

minimum 
10% by ASTM D 638, seven day cure 

Exotherm 110F by ASTM D 2471, 1 pint sample 
Wet bond strength 250 psi at seven days by FM 5-518 

 
  Type F-2 products will be accepted on the job. Submit to the Engineer testing 
from the manufacturer of the product for each LOT of material to be incorporated in the project. 
The test results will indicate that the material is in conformance with the Specifications, and will 
include actual values from the required tests. Obtain approval from the Engineer before 
incorporating material into the project. 
 
 

ARTICLE 926-6 is deleted and the following substituted: 

926-6 Specific Requirements for Type H Compounds. 
 Epoxies for structural bonding where bituminous pavement overlays will come in contact 
with the hardened compound shall meet the requirements for Types A and B compounds above. 
Submit from the manufacturer test data showing that cutback and emulsified asphalts, asphalt 
cement, and bituminous mixes shall bond to but not soften or otherwise damage the epoxy after a 
curing period of four days. 
 Type H products will be accepted on the job. Submit to the Engineer testing from the 
manufacturer of the product for each LOT of material to be incorporated in the project. The test 
results will indicate that the material is in conformance with the Specifications and will include 
actual values from the required tests. Obtain approval from the Engineer before incorporating 
material into the project. 



 
 
 
 

ARTICLE 926-8 is deleted and the following substituted: 

926-8 Specific Requirements for Type M Compounds. 
 Coal Tar epoxy coatings for steel sheet and H piles used in bridges, fender systems and 
other structures subject to immersion in water shall comply with the requirements of SSPC 
Paint 16 with Type 1 pitch. Application of the epoxy coating shall meet the requirements of 
Section 560 for a coal tar epoxy coating. 
 Hot applied coal tar epoxy tape used to protect tie back rods on sheet pile walls and 
bulkheads shall comply with the requirements of American Water Works Association standard 
C203. Application shall be according to the manufacturers published recommendations. 
 Submit to the Engineer a manufacturer certification confirming that the penetrant sealer 
meets the requirements of this Section. The certification shall conform to the requirements of 
Section 6. Do not incorporate these materials into the project until the Engineer has accepted and 
approved the certification for the material. Submit such certification for each LOT of material 
delivered to the project. In each certification, identify the serial or LOT numbers of the 
containers certified. 
 
 


