
 
 

006 CONTROL OF MATERIALS. 
 (REV 11-1-16) (FA 1-3-17) (7-17) 

SUBARTICLE 6-4 is deleted and the following substituted: 

6-4 Defective Materials. 
 Materials not meeting the requirements of these Specifications will be considered 
defective. The Engineer will reject all such materials, whether in place or not. Remove all 
rejected material immediately from the site of the work and from storage areas, at no expense to 
the Department. 
 Do not use material that has been rejected, until the Engineer has approved the material’s 
use. Upon failure to comply promptly with any order of the Engineer made under the provisions 
of this Article, the Engineer has the authority to have the defective material removed and 
replaced by other forces and deduct the cost of removal and replacement from any moneys due 
or to become due the Contractor. 
 6-4.1 Engineering Analysis: As an exception to the above, within 30 calendar days of 
the termination of the LOT or rejection of the material, the Contractor may submit to the 
Engineer a proposed Engineering Analysis Scope to determine the disposition of the material. 
The Engineering Analysis Scope must contain at a minimum: 
   1. Description of the defective materials. 
   2. Supporting information, testing or inspection reports with 
nonconformities, pictures, drawings, and accurately dimensioned deficiency maps as necessary. 
For cracked elements, provide drawings showing the location, average width, depth, length, and 
termination points of each crack along the surfaces. Provide the distance from each termination 
point to a fixed reference point on the component, such as beam end or edge of flange. 
   3. Proposed approach of investigation and analysis. 
   4. Name and credentials of the proposed Specialty Engineer or 
Contractor’s Engineer of Record who will perform the engineering analysis. 
   5. Proposed testing laboratories, qualified in accordance with Section 105-
7. 
  Upon approval of the Engineering Analysis Scope by the Engineer, the Specialty 
Engineer or Contractor’s Engineer of Record may perform the engineering analysis as defined in 
the approved scope and submit a signed and sealed Engineering Analysis Report (EAR) to the 
Engineer. The EAR must contain at a minimum: 
   1. The approved Engineering Analysis Scope. 
   2. Any investigations performed and the associated results obtained. 
   3. Analysis and conclusion. 
   4. Proposed disposition of the material, addressing the performance and 
durability of the proposed action. 
  Provide as appropriate: 
   1. Written evidence of a previously approved comparable deficiency and 
its repair. 
   2. Documented research demonstrating the effectiveness of the proposed 
repair. 
   3. Engineering calculations. 



 
 
  A Specialty Engineer, who is an independent consultant, or the Contractor’s 
Engineer of Record as stated within each individual Section shall perform any such analysis 
within 45 calendar days of the Engineer’s approval of the Engineering Analysis Scope, complete 
and submit the EAR. The EAR must be signed and sealed by the Specialty Engineer or the 
Contractor’s Engineer of Record that performed the engineering analysis. The Engineer will 
determine the final disposition of the material after review of the EAR. No additional monetary 
compensation or time extension will be granted for the impact of any such analysis or review. 
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