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January 12, 2017 
 
Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
3500 Financial Plaza, Suite 400 
Tallahassee, Florida 32312 
 
Re: State Specifications Office 
 Section: 400 
 Proposed Specification: 4000705 Concrete Structures. 
 
Dear Mr. Nguyen: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification. 
 
The changes are proposed by Donnie Bagwell of the State Materials Office to update the 
language. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to dan.hurtado@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on file 
       
      Dan Hurtado, P.E. 
      State Specifications Engineer 
 
DH/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer
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CONCRETE STRUCTURES. 
(REV 11-2-16) 

SUBARTICLE 400-7.5 is deleted and the following substituted: 

 400-7.5 General Requirements for Placing Concrete: Deposit concrete as nearly as 
possible in its final position. Do not deposit large quantities at one point and then run or work it 
along the forms. Take special care to fill each part of the forms, to work coarse aggregate back 
from the face, and to force concrete under and around reinforcing bars without displacing them. 
  Use a method and manner of placing concrete that avoids the possibility of 
segregation or separation of aggregates. If the Engineer determines that the quality of concrete as 
it reaches its final position is unsatisfactory, remove it and discontinue or adjust the method of 
placing until the Engineer determines that the quality of the concrete as placed is satisfactory. 
  Use metal or metal-lined open troughs or chutes with no aluminum parts in 
contact with the concrete. As an exception, chutes made of aluminum with a protective coating 
for ready mixed concrete trucks, no longer than 20 feet, may be used. This exception does not 
apply to any other means of concrete conveyance. Where steep slopes are required, use chutes 
that are equipped with baffles or are in short lengths that reverse the direction of movement. 
Where placing operations would involve dropping the concrete freely more than 5 feet, deposit it 
through pipes, troughs, or chutes of sheet metal or other approved material. Use troughs, chutes, 
or pipes with a combined length of more than 30 feet only with the Department’s authorization. 
Keep all troughs, chutes, and pipes clean and free from coatings of hardened concrete by 
thoroughly flushing them with water after each run or more often if necessary. 
  Place concrete against supporting material that is moist at the time of concrete 
placement. If additional water is required, uniformly apply it ahead of the concrete placement as 
directed by the Engineer. Do not place concrete on supporting material that is frozen. The 
Contractor may use a moisture barrier in lieu of controlling the foundation grade moisture when 
approved by the Engineer. 
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