ORIGINATION FORM

Proposed Revisions to the Specifications
(Please provide all information - incomplete forms will be returned)

Date: October 10, 2016 Specification Section: Section 630
Originator: Chester A. Henson, P.E. Articles/Subarticles: 630-3.5
Telephone: 414-4117

email: chester.henson@dot.state.fl.us

Will the proposed revision involve Design Standard Index changes?  Yes O No @
Roadway Design staff contacted (name):

Structures Design staff contacted (name):

Will the proposed revision involve PPM changes? Yes O No @
Roadway Design staff contacted (name):

Will the proposed revision involve CPAM changes? Yes O No @
Construction staff contacted (name):

Will the proposed revision involve Pay Item changes? Yes O No @
Estimates staff contacted (name):

Will the proposed revision involve SDG changes? Yes O No @
Structures staff contacted (name):

Will the proposed revision involve APL changes? Yes O No @
Product Evaluation staff contacted (name):

Will the proposed revision involve Material Manual changes? Yes O No @
State Materials Office staff contacted (name):

Will this revision necessitate any of the following:

Design Bulletin Construction Bulletin Estimates Bulletin Materials Bulletin

Are all references to external publications current? Yes @ No O

If not, what references need to be updated? (Please include changes in the redline document.)

Why does the existing language need to be changed?

Grout pads were reinstated for cantilever structures in 2016 and 2017. Department staff responsible for grouting of existing poles
found that many instances where the conduits were cut off flush with the foundation and excess wiring was left in the base of the
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Summary of the changes:

Specifications were modified to require at least 6 inches of conduit be left on top of the foundation and that excess wiring should
be removed at the base of the pole.

Are these changes applicable to all Department jobs? Yes @ No O
If not, what are the restrictions?

Contact the State Specifications Office for assistance in completing this form.
Dan Hurtado 850-414-4130 dan.hurtado@dot.state.fl.us Debbie Toole 850-414-4114 deborah.toole@dot.state.fl.us
Frances Thomas 850-414-4101 frances.thomas@dot.state.fl.us Olivia Townsend 850-414-4303 olivia.townsend@dot.state.fl.us
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MEMORANDUM

DATE: October 24, 2016
TO: Specification Review Distribution List
FROM: Dan Hurtado, P.E., State Specifications Engineer

SUBJECT: Proposed Specification: 6300305 Conduit.

In accordance with Specification Development Procedures, we are sending you a copy of
a proposed specification change.

This change was proposed by Chester Henson of the State Roadway Design Office to
update the language.

Please share this proposal with others within your responsibility. Review comments are
due within four weeks and should be sent to Mail Station 75 or online at
http://www?.dot.state.fl.us/ProgramManagement/Development/IndustryReview.aspx .
Comments received after November 21, 2016, may not be considered. Your input is encouraged.

DH/dt
Attachment


http://www2.dot.state.fl.us/ProgramManagement/Development/IndustryReview.aspx

6300305
All Jobs

CONDUIT.
(REV 10-11-16)

SUBARTICLE 630-3.5 is deleted and the following substituted:

630-3.5 Conduit Terminations: Fit the terminating ends of all metal conduit and metal
conduit sleeves with an appropriate bushing.

For conduit to be encased in concrete, wrap with tape or otherwise protect all
terminations to prevent the entrance of concrete.

Connect new underground conduits to existing underground conduits with a pull
box.

Install conduit terminating in a concrete strain pole through the cable entry hole
and up the center of the pole to a location approximately 6 inches below the handhole.

Seal conduits terminating in a controller base, pole, pull box, junction box, or
pedestal base with a moisture resistant sealant approved by the Engineer.

For a controller base, pele-or-pedestal base, and junction boxes, terminate conduit
runs into the center of the base or box at least 2 inches above the surface of the base. For mast
arm poles, high mast poles, and steel strain poles, terminate conduit at least 6- inches above the
top of the foundation.

Fhere-should-bene-eExcess wiring at the base of mast arm poles, high mast poles
andor steel strain poles is not allowed.
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