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March 1, 2017 
 
Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
3500 Financial Plaza, Suite 400 
Tallahassee, Florida 32312 
 
Re: State Specifications Office 
 Section: 924 
 Proposed Specification: 9240201 Admixtures for Concrete. 
 
Dear Mr. Nguyen: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification. 
 
The changes are to modify the language for clarity and consistency. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to dan.hurtado@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on file 
       
      Dan Hurtado, P.E. 
      State Specifications Engineer 
 
DH/dt 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer



9240201 
All Jobs 

ADMIXTURES FOR CONCRETE. 
(3-1-17) 

SUBARTICLE 924-2.1 is deleted and the following substituted: 

 924-2.1 Approved Product List (APL): The Department maintains a list of qualified 
admixtures for air-entraining, water-reducing (Type A), accelerating (Type C), water-reducing 
and retarding (Type D), water-reducer and accelerating (Type E), high range water reducing 
(Type F) and high range water-reducing and retarding (Type G), high range water-reducing 
(Type I - Plasticizing and Type II - Plasticizing and retarding) in producing flowing concrete, 
specific performance (Type S), and corrosion inhibitor, which have been determined as meeting 
requirements for use on Department projects. Admixtures included on this list, will be permitted 
without further testing. 
  The inclusion of any specific product on the APL, as specified in 6-1, indicates 
that the product has been given contingent approval, as evidenced by previous tests and apparent 
effectiveness under field conditions. 
  Except as specified in Sections 346 and 347, no further testing will be required for 
any product on the APL unless there is indication in actual field use of inadequate or unreliable 
results. 
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