
 
 

971 PAVEMENT MARKING MATERIALS. 
 (REV 7-14-16) (FA 10-24-16) (7-17) 

SUBARTICLE 971-10.4 is deleted and the following substituted: 

 971-10.4 Physical Requirements: Laboratory samples shall be tested in accordance with 
ASTM D4960 and shall meet the following criteria: 
 

Property Test Method Minimum Maximum 
Softening Point ASTM D36 195°F - 

Hardness of Skid Resistance 
Elements Moh’s Scale 9 - 

Indentation Resistance ASTM D7735* 
Type A Durometer 55 85 

Impact Resistance ASTM D256, Method A 1.0 N·m - 
Flash Point ASTM D92 475°F - 

*The durometer and panel shall be at 115°F, with a 1000 g load applied. Instrument measurement shall be taken after 15 seconds. 
 
  971-10.4.1 Set To Bear Traffic Time: When applied at the temperatures and 
thicknesses specified by Section 711, the material shall set to bear traffic in not more than two 
minutes. 
  971-10.4.2 Retroreflectivity: The white pavement markings shall attain an initial 
retroreflectance of not less than 275 mcd/lx·m2. The retroreflectance of the white pavement 
markings at the end of the three year period shall not be less than 150 mcd/lx·m2. 
  971-10.4.3 Skid Resistance: The surface of the pavement markings shall provide 
a minimum initial skid resistance value of 55 BPN when tested in accordance to ASTM E303. 
 
 


	971 PAVEMENT MARKING MATERIALS.

