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December 13, 2017 
 
Khoa Nguyen 
Director, Office of Technical Services 
Federal Highway Administration 
3500 Financial Plaza, Suite 400 
Tallahassee, Florida 32312 
 
Re: State Specifications Office 
 Section: 452 
 Proposed Specification: 4520900 Precast Segmental Bridge Construction. 
 
Dear Mr. Nguyen: 
 
We are submitting, for your approval, two copies of the above referenced Supplemental 
Specification. 
 
The changes are proposed by Richard Stepp of the State Roadway Design Office to make 
verbiage consistent with current and future FDOT Standard Plan Indexes pending release. 
 
Please review and transmit your comments, if any, within two weeks. Comments should be sent 
via email to dan.hurtado@dot.state.fl.us. 
 
If you have any questions relating to this specification change, please call me at 414-4130. 
 
      Sincerely, 
       
      Signature on File 
       
      Dan Hurtado, P.E. 
      State Specifications Engineer 
 
DH/rf 
Attachment 
cc: Florida Transportation Builders' Assoc. 
 State Construction Engineer



4520900 
All Jobs 

PRECAST SEGMENTAL BRIDGE CONSTRUCTION 
(REV 10-30-17) 

ARTICLE 452-9 is deleted and the following substituted:  

452-9 Barrier Traffic Railing Aand Median Setting. 
 Prior to forming the concrete traffic railingsbarriers, accurately establish the as-
constructed gutter line elevations at intervals not exceeding 10 feet. Then form the base of the 
barrier traffic railing and median to provide an inside vertical face which extends from the 
surface of the concrete structure to an elevation located 3 inches (or as shown in the Plans) above 
the theoretical gutter line elevations. Maintain the plan vertical height of the barriers traffic 
railings as a minimum when variations exist between the plan profile and the actual profile of the 
gutter. 
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PRECAST SEGMENTAL BRIDGE CONSTRUCTION 
(REV 10-30-17) 

ARTICLE 452-9 is deleted and the following substituted:  

452-9 Traffic Railing and Median Setting. 
 Prior to forming the concrete traffic railings, accurately establish the as-constructed gutter 
line elevations at intervals not exceeding 10 feet. Then form the base of the traffic railing and 
median to provide an inside vertical face which extends from the surface of the concrete 
structure to an elevation located 3 inches (or as shown in the Plans) above the theoretical gutter 
line elevations. Maintain the plan vertical height of the traffic railings as a minimum when 
variations exist between the plan profile and the actual profile of the gutter. 
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