
 

STRUCTURAL STEEL AND MISCELLANEOUS METALS. 
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SUBARTICLE 460-7.2 (Page 623) is deleted and the following substituted: 

 460-7.2 Special Requirements for Uncoated Weathering Steel: 
  460-7.2.1 General: Do not use marking materials (grease sticks, crayons) that 
leave behind a residual film that may affect the weathering process of the steel. Store the girders 
as required for non-weathering steels. 
  460-7.2.2 Steel Preparations: Prior to erection, perform the following as 
appropriate: 
   Blast clean the exposed fascia of the exterior girders (both I and box) to 
meet SSPC-SP10 criteria; blast clean the remaining exposed surfaces of steel trapezoidal girders, 
not required to be prepared otherwise, to meet SSPC-SP6 criteria; for steel I-girders, if a 
non-uniform mill scale finish has developed, as determined by the Engineer, blast clean all 
remaining exposed surfaces, not required to be prepared otherwise, to an SSPC-SP6 criteria; coat 
the inside of box members including, but not limited to, all bracing members, cross frames and 
diaphragms in accordance with Section 560. Coat the exterior face of box girder end diaphragms 
and all interior surfaces of box girders extending beyond the end diaphragm with an inorganic 
zinc coating system in accordance with Section 560. 
  460-7.2.3 Concrete Substructure Preparations: 
   460-7.2.3.1 Substructure Areas Not Receiving Class 5 Finish: Prior to 
erection of the girders, cover all exposed substructure concrete surfaces to protect them against 
staining from the weathering steel components. Leave the covering in place until after placement 
of the concrete deck. As directed by the Engineer, clean all visible stains on concrete in areas not 
receiving a Class 5 Finish by sandblasting and follow-on cleaning using a stain remover or 
commercial cleaner after completion of the structure in accordance with Section 400. 
   460-7.2.3.2 Substructure Areas Receiving a Class 5 Finish: If the 
Class 5 Finish is to be applied prior to the placement of the concrete deck, cover all finish 
concrete surfaces after application and curing of the Class 5 Finish to protect them from staining 
from the weathering steel components. Leave the covering in place until after placement of the 
concrete deck. Upon removal of the covering, reapply the Class 5 Finish to cover any stains 
which may be present. 
    If the Class 5 Finish is to be applied after placement of the 
concrete deck, no substructure covering will be required. 
  460-7.2.4 Structure and Site Clean Up: Upon the completion of construction, 
remove all oil, dirt, grease or other foreign material, including excessive or uneven mill scale 
from the steel. Remove lubricants from the exposed surfaces of installed fastener assemblies and 
other surfaces in accordance with the manufacturer’s recommendations. Follow procedures 
specified in Section 560 as appropriate. Final surface finish is to be an even mill scale as 
approved by the Engineer. 
 
 



 

SUBARTICLE 460-8.8 (Page 626) is deleted and the following substituted: 

 460-8.8 Coatings: The preparation, application, clean-up and the consumables used in 
the coatings process are considered incidental to the work and will not be paid for separately. 
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