
425 INLETS, MANHOLES, AND JUNCTION BOXES. 
 (REV 1-10-12) (FA 1-20-12) (7-12) 

SUBARTICLE 425-3.2 (Page 443) is deleted and the following substituted: 

 425-3.2 Gratings, Covers, and Frames: Use gratings and frames fabricated from 
structural steel or cast iron as designated in the appropriate Design Standard. When “Alt. G” 
grates are specified in the plans, provide structural steel grates that are galvanized in accordance 
with the requirements of ASTM A-123. 
  Use rigid frames and covers either 24 inches or 36 inches or optional three-piece 
adjustable frames and covers as indicated in Design Standards Index No. 201. 
  For three-piece adjustable frames, the inner frame may include replaceable 
resilient seats to support the cover. In addition, the inner frame shall indicate it is adjustable, by 
clearly having the word “adjustable” imprinted into the exposed portion of the inner frame so 
”adjustable” is visible from the roadway after installation. 
 
 

SUBARTICLE 425-6.3 (Page 444) is deleted and the following substituted: 

 425-6.3 Setting Manhole Castings: After curing the concrete as specified above, set the 
frame of the casting in a full mortar bed composed of one part portland cement to two parts of 
fine aggregate. 
  425-6.3.1 Standard Castings: Set manhole frames in a mortar bed and adjust to 
grade using brick or concrete grade rings, with a maximum 12 inch adjustment. 
  425-6.3.2 Optional Adjustable Castings: When using a three-piece adjustable 
frame and cover, install the frame and cover with brick or concrete grade rings to the base course 
height. Make adjustments using the inner frame in accordance with the manufacturer’s 
installation recommendations so the inner frame and cover meet the grade and slope of the 
pavement surface opened to traffic. 
 
 

SUBARTICLE 425-6.7 (Page 444) is deleted and the following substituted: 

 425-6.7 Adjusting Existing Structures: Cut down or extend existing manholes, catch 
basins, inlets, valve boxes, etc., within the limits of the proposed work, to meet the finished 
grade of the proposed pavement, or if outside of the proposed pavement area, to the finished 
grade designated on the plans for such structures. Use materials and construction methods which 
meet the requirements specified above to cut down or extend the existing structures. 
  The Contractor may extend manholes needing to be raised using adjustable 
extension rings of the type which do not require the removal of the existing manhole frame. Use 
an extension device that provides positive locking action and permits adjustment in height as 
well as diameter and meets the approval of the Engineer. 
  When a three-piece adjustable frame and cover is installed, make adjustments 
using the inner frame in accordance with the manufacturer’s installation recommendations so the 
inner frame and cover meet the grade and slope of the pavement surface opened to traffic. 
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