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EDGE LINE RUMBLE STRIPING

DETAIL 'A'

DETAIL 'B'

DETAIL 'C'

12'-0" Gap

48'-0"

Array Spacing

Rumble Strip

Rumble Strip (Typ.)

Shoulder Pavement

6
"

2
"

6" Edge Line

A

Lane

Edge Of Travel

8
"

12" (±1") C To C

A

Paved Shoulder Width õ 1'

Buffered Bike Lane

Profiled Thermoplastic

Detail 'A'

Detail 'B'

Detail 'C'

1' < Outside Paved Shoulder Width < 5'

Outside Paved Shoulder Width ö 5'

Inside Paved Shoulder Width > 1'

" (±ƃ")16
5

" (±ƃ")16
5

Grooves

SECTION A-A

SECTION B-B

CONTINUOUS ARRAY RUMBLE STRIP

GENERAL NOTES:

Continuous Cuts (12" CC) (Typ.)

8
"

SKIP ARRAY RUMBLE STRIP
(For All Edge Lines)

49 Cuts (12" CC) 49 Cuts (12" CC)

12'-0" Gap 12'-0" Gap

(For All Centerlines)

8
"

   of the grinding.

3. Verify depth every 500' at the transverse and longitudinal centerline

use the Continuous Array Rumble Strip for centerline rumble striping.

2. Use the Skip Array Rumble Strip for edge line rumble striping and 

Section 546.

1. Construct ground-in rumble strips in accordance with Specification 

48'-0" 12'-0" Gap 48'-0"
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