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Final Engineering Design Process 14-ii 

Exhibit 14-A Major Activities – Final Engineering Design Process 

Perform Final Engineering:
... Horizontal & vertical geometry
... Geometric layout & calculations
        intersections, interchanges, side roads,
        connections, transitions
... Access management design

Coordinate Disciplines:
... Horizontal & vertical geometry to bridges
... Foundation studies
... Roadway geotechnical data
... Utility meetings & design
... Permits meetings & design
... BHR & BDR to Structures
... Drainage requirements
... R/W requirements for title search activities
... Traffic design plans: signals, markings, lighting

Coordinate and Advance:
... Roadway engineering & plans
... Bridge engineering & plans
... Traffic control plan design
... Mitigation plan design
... Utility adjustment design
... Summary of pay items
... Estimated quantities & tabulations
... R/W & agreements design
... Permit design & engineering
... Building & site design
... Special design & details

Develop Final Drainage Design:
... Project surface runoff
... Storm drain systems
... Retention pond sites
... Outfalls
... Grades & special ditches
... Reports & calculations

Perform Roadway Structural Design:
... Box culverts
... Retaining walls - MSE
... Sound barriers
... Foundations, lighting, mast arms, etc.
... Buildings, parking & toll plaza facilities
... Approach slabs

1

1

Finalize Design & Plans:
... Roadway & bridge design
... Drainage - design, tabulations & reports
... Permit approvals
... Traffic guidance plans design
... TCP phase plans design
... Mitigation designs
... R/W & agreements
... Pay items, quantities & comp book
... Assembly of plans components
... Utility adjustment design, agreements &
        plan details

Finalize Specification Package:
... Standard & Supplemental Specs
... Technical Spec. Provisions
... Method of measurement & payment
... Constructability and biddability review

Prepare and Document:
... Contract plans package
... Plan pay items - Specifications
... Transmittal package
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Chapter 14 

Final Engineering Design Process 

14.1 General 

The final engineering design process follows the initial engineering design process and 
review (see Chapters 13 and 16 of this volume).  The final engineering design phase 
should be roughly 50% of the total effort.  The primary objective of the final engineering 
design phase is to prepare contract plans and specifications that can be used to bid and 
construct the project with a minimum of field changes, delays, and cost overruns. 

14.2 Final Engineering Design 

The Engineer and Project Manager must coordinate all activities to ensure that the quality, 
accuracy, and appropriate decisions go into the performance of each step.  The project 
quality control should include a plan-do-check routine for each set of activities or operations. 

The major design activities include, but are not limited to, the following: 
1. Pavement design 
2. Drainage design 
3. Structural (bridge) design 
4. Structural (roadway) design 
5. Roadway design including access management, earthwork, geometrics, ADA, etc. 
6. Traffic plans design including signing, marking, signals, lighting, etc. 
7. Utility adjustment design 
8. Permit preparation design including ponds, mitigation, etc. 
9. Traffic control plans (work zone) design 
10. R/W requirements design 
11. Building and site design including landscaping, ADA, transit, etc. 
12. Estimates and computation book preparation 
13. Specifications and special provisions 
14. Landscaping design 
15. Sound barrier design 
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Project stationing information is to be checked and entered into the Work Program 
Administration (WPA) system during final engineering design.  This information is important 
for tying construction records, such as material coring, sampling and testing to other 
databases.  The information is entered by stations, which are related to roadway mile post 
for later information retrieval. 

The project designer is responsible for finalizing the project stationing.  The District Design 
Engineer should designate an individual to be responsible for coordinating the input of 
stationing information into the WPA system. 

The begin/end stations and station equations are entered into the WP50 computer screen 
under FM on the FDOT CL/SUPERSESSION Main Menu for each WPA location.  After 
logging onto SUPERSESS, the WP50 designees enter on FM (Financial Management 
System).  On the FM Main Menu, press ENTER: 3 for WPA (Work Program 
Administration).  On WPA Main Menu, press ENTER: 25 for WP50 (Station Definition).    

Update access to WP50 screen is granted through the Work Program Development Office 
in Tallahassee.  Listed below are the important edit and browse features: 
1.  Only enter FM Item_Segment number on the top line.  
2.  The RDWYLOC sequence number displays on the top line of the screen and on the first 

line of the header information.  It’s entered on the top line to retrieve a particular location. 
3.  The transaction type “00” is entered on the top line to browse all station equation 

information for that RDWYLOC.  The transaction type “02” is entered on the top line to 
update all station equation information for that RDWYLOC.  The transaction type “99” 
is entered on the top line to erase all station equation information for that RDWYLOC. 

4.  Press the F8 key will forward from one RDWYLOC to the next RDWYLOC on the 
same Item_Segment number.  Press ENTER key to update or delete data on the 
screen depending on the transaction type but will not page forward. 

5.  Press F3 key will take the user to the FM main menu while press F15 key will take 
the user back to the SUPERSESS main menu. 

After entering the station information, it is important to check to see if the milepost limits in 
WPA are still accurate.  This can be accomplished by reviewing the WP50 computer screen. 

If the project length has changed, the District Work Program Office should be advised to 
correct the mileposts. 

This information will become increasingly important as Geographic Information Systems 
increase in use and project locations are automatically mapped based on milepost limits. 
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14.3 Contract Plans Preparation 

The outcomes of the engineering design activities are component sets of contract plans 
developed using CADD.  The major component sets may include: 
1. Roadway 
2. Signing and Pavement Marking 
3. Signalization 
4. Intelligent Transportation Systems (ITS) 
5. Lighting 
6. Landscape 
7. Architectural Plans 
8. Structures Plans 

Utility Joint Participation Agreement Plans have a separate Financial Project ID and are 
placed in the back of the contract plans set. 

These component sets, the specifications package, and the TRNS*PORT pay item listing 
and quantities are assembled and packaged as the construction contract letting documents. 

14.4 Specifications and Special Provisions 

The Engineer of Record must develop engineering designs that can be constructed, 
controlled, measured and paid for under the current edition of the FDOT Standard 
Specifications for Road and Bridge Construction.  In the event the work required is not 
covered by the standard specifications or the supplements and special provisions thereto, 
the Engineer must develop Technical Special Provisions to be made part of the contract for 
this project.  The Engineer can obtain Department procedural guidance to assist with the 
preparation. 
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14.5 Pay Items and Summaries of Quantities 

As the engineering plans and specifications are prepared, the quantities are calculated, 
tabulated, and summarized by Pay Item (of work) as stipulated by specifications and the 
Basis of Estimates Handbook.  The summary of pay items is updated as quantities are 
determined and summarized. 

14.6 Assemble Contract Plans Package 

The completed plans, specifications, and District estimate are transmitted to the central 
office for letting or they are assembled and held in the district for district advertisement and 
letting.  Chapter 20 of this volume provides further guidance on the contents of the 
transmittal. 


	Chapter 14 Final Engineering Design Process
	Exhibit 14-A Major Activities – Final Engineering Design Process
	14.1 General
	14.2 Final Engineering Design
	14.3 Contract Plans Preparation
	14.4 Specifications and Special Provisions
	14.5 Pay Items and Summaries of Quantities
	14.6 Assemble Contract Plans Package



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


